
刚柔并济，打造耐磨抗蚀世界！

Seamless Pulp Gate Valve Series



LAD-Z73X/WXZF 无无隙矿浆闸阀

DN50-DN700

无隙矿浆闸阀特点与优势

·  结构简单，体积小重量轻

·  符合多种磨损、腐蚀、温度和

压力要求

·  可用于浆体或干物料，轻松处

理大量重型颗粒和混合材料

·  金属部件不与浆料接触

·  流体畅通无阻可消除不稳定气

流，最大限度减少阀门的压降

·  100％关闭，气泡密封，可实

现绝对的零下游泄漏

·  双阀座设计提供了双向流动和

截止功能

·  无腔设计防止固体积压和阀门

堵塞

·  动态的自适应的二次密封功能

·  多种驱动方式，可现场也可远

程操作，实现集中控制

·  胶圈可更换，维护成本更低

适用范围：

矿业、电力、钢铁/金属、化工、
水泥、石英砂、纸浆和造纸、
磷酸盐等

Advantages of seamless pulp gate valve

1.Simple structure, small size and less weight

2.Apply to various requires of abrasion,
erosion, temperature and pressure

3.Used to handle slurry and dry materials,
easy to deal with heavy particles and mixed
materials

4.Metal parts are separate with slurry

5.Easy way for fluid, eliminate unstable air
flow and reduce the pressure for valve in
maximum

6.100% close with bubble sealing which
fulfills the absolute zero leakage

7.Double valve seat provides double flow and
cut-off

8.None-chamber design prevents solid
overstock and valve block

9.Automatic and dynamic second sealing

10.Valves can be controlled locally or remotely.

11.Replaceable for rubber gasket with low
maintenance cost.

Range of application:

Mining industry, electrical industry, steel/metal industry,
chemical industry, cement industry, silica sand industry,
paper industry, phosphate industry, etc.

data
related data
Dimension:

or other standardPressure range:
Gasket material:
Temp range:

maximum 150 (optional special material)
(standard temp)

imported natural rubber(optional)

尺寸范围：  
压力等级：   - ，可按其他标准
胶圈材质：  进口天然橡胶（可选）
温度范围： ℃ ℃（标准温度）
           最高可达 ℃（特殊材质可选）

Seamless Pulp Gate Valve



简简介说明：

1、LAD-Z73X/WXZF为无
填料式的矿浆刀闸阀，通
过阀腔中的橡胶胶圈进行
密封，胶圈是阀门易磨损
的部件，刀闸板可在线上
卸拆并进行检查或替换；

2、LAD-Z73X/WXZF是一
种双向密封产品，安装时
无需考虑介质流向，在任
何一个方向具有同等的密
封效果，因此在阀体上没
有流向指示箭头或阀座侧
指示箭头；

3、LAD-Z73X/WXZF仅作
为开关阀使用，不适合节
流工况使用；

4、阀门型号、尺寸、压力
等级和材料由客户选择决
定，可根据客户需求定制
生产；

5、所有的阀门应在设计压
力和设计温度范围内使用。
在任何情况下，请勿在这
些参数之外的条件下使用
阀门。阀门运行过程中，
阀门所承受压力均不得超
过最高压力等级的100%。
若工况超出阀门最高压力
等级，一切后果由用户自
行承担。

开启位置：
A）刀闸板定位在密封件
上方，不接触流体；
B）套筒和内套筒断面之
间的紧密配合遏制管线压
力；
C）无金属部件接触介质；
D）端口区域保持通畅以
避免扰流，尽量降低阀门
压降；
E）阀座没有重力沉积物
阻碍闸板全关闭。

关闭位置：
A）刀闸板穿过弹性橡胶
胶圈如盲法兰般关断，使
介质有机会排出去；
B）100%密封关闭，下
游零泄漏；
C）双阀座设计，双向流
动和向密封；
D）调节形程防止刀闸板
过度穿透，将弹性橡胶胶
圈上的压力减到最小。

工作原理：

   阀板开启时，对称的弹性橡胶胶圈会在高压载荷下相
互挤压密封，形成阀门压力导管，提供无干扰流道，保
护金属部件不受流动浆液磨损。阀板滑动时，两面相接
的胶圈之间会产生间隙，这样可清除胶圈之间可能堵塞
或卡住阀门的任何介质；当阀门关闭时，橡胶胶圈抵住
刀闸板面形成密封，隔绝上、下游。

Brief Introduction:

1.Lad-Z73X/WXZF is non-filled
pulp-blade gate valve. The valve is
sealed by the rubber gasket in the
cavity. Rubber gasket is consumable
parts so the plate can be dissembled
and inspected online.

2.Lad-Z73X/WXZF is a both-way
sealed product. In any direction, the
valve has the equal sealing effect. In
this case, there’s no direction mark
and it is not necessary to consider the
flow direction of the material during
installation.

3.Lad-Z73X/WXZF works as a
switching valve and it’s not suitable
for saving condition.

4.Dimension, size, pressure level and
material of the valve depend on the
requirement from clients. Valves can
be specially made according clients
need.

5All the valves shall be used under the
design range of pressure and
temperature.Under any circumstance,
please don't use the valve over the
reference range. During running,
maximum pressure is twice of the
highest pressure level. Any condition
over the maximum pressure shall be
strictly banned.

Operation principle:

       When the valve plate opens, the rubber gasket will squeeze to each other
and seal the valve under the high pressure. The gasket forms a pressure duct and
provides a separate flow pass to protect the metal parts. When the plate slide,
gap will appear between gaskets and any materials which can block the valve
will be eliminate. When the plate closes, the rubber gasket will touch the surface
of plate and separate the upper and down flow.

 Open Position:

A)plate above the sealing part and
separate from the flow

B)outer and inner sleeve contain the
pressure
C)no metal parts in touch with flow
material

D)keep valve pressure low and the
ends of the valve clear

E)no sediment on valve seat to stop
the full close of plate

Close Position:

A）plate goes through the rubber
gasket and let the material goes out

B）100% seal closed. None leakage
in down side.

C）Double seats design, both-way
flow and sealing.

D）Adjust the distance of plate to
prevent over penetrate and reduce
the pressure on the gasket to
minimum.



重型支架设计，用
于顶部安装阀杆螺
母、伞齿轮或气缸
等执行机构

现场可更换，双面胶
圈设计在闸板关闭时
提供0泄漏阶段，内
部有加强环，使胶圈
的承压能力增强，并
可确保胶圈在阀体中
心位置，并能降低闸
板开关中的巨大剪切
力

阀体材质有球墨铸铁
和碳钢，可根据客户
需求定制

不锈钢刀闸板在打
开位置时可以从中
取出，并且在比要
求可以不停止使用
阀门对其检查和更
换
闸板材料可选：304、
316不锈钢或客户需
求材料

弹性胶圈提供无阻
碍无干扰的流道，
介质不与金属直接
接触，不需导流件
或楔形面

胶圈覆盖固定法兰，
不需要垫片

排渣、清洁区域，可使用可选的可
拆卸的底部排渣板装置

结结构展示

可选的胶圈材料

●天然橡胶（标准）：延伸性好，高张力，出
色的抗撕裂性和耐磨性，以及良好的热堆积抗
性
最高持续工作温度：85
●EPDM（三元乙丙）：耐高温、臭氧和阳光，
对酸、碱和氧化溶剂具有良好的抗性，以及出
色的防水（水蒸气）特性；缺点：对油、汽油
和碳氢基化合物溶剂的抗性较差
最高持续工作温度：140

●NBR（丁腈橡胶）：优点：对油脂/油，硅
油脂/油和非氧化化合物具备出色的抗性。缺
点：对臭氧和含氧溶剂的抗性较差。
最高持续工作温度：135
●丁基橡胶：优点：出色的耐油和整齐渗透
性，耐高温、氧气、臭氧和光照的性能极好。
对碱、氧化溶剂的抗性佳；缺点：对油、汽
油和碳氢基化合物溶剂的抗性较差，韧性差。
最高持续工作温度：110

   Structure display

heavy structure used
for installation of stem,
bevel gear or cylinder

changeable on site, two side
gaskets design and zero leakage
during close. There’s strengthen
ring inside to increase the
pressure bearing capacity, to
make sure the gasket in the
center position and to decrease
consumption during operation

the valve body material is
ductile cast iron, carbon steel or
customization.

stainless steel plate can be
taken out for replacement
and inspection during open
position while running

Plate material:
304,316 stainless steel or
customization

rubber gasket cover and fix
flange

Rubber gasket provides
separate flow pass and
materials will not get in
touch with metal surface.

flushing and cleaning area, optional flushing
bottom plate device

Option for rubber gasket materials:

●Natural rubber (standard): high stretching and tension ability.
Tear, abrasive and hot stack resistance,
Maximum working temperature: 85℃

●EPDM：heat, ozone and sunshine resistance. Good resistance of
acid, alkali and oxidation solvent. Water proof.
Disadvantage: poor resistance on oil, gasoline and hydrocarbon
solvent.
Maximum working temperature: 140℃

●NBR:  Advantage：good resistance on oil/grease, silicon
grease/oil and oxide compounds.
Disadvantage: poor resistance on ozone and oxidation solvent
Maximum working temperature: 135℃

●Butyl Rubber：Advantage：high resistance on oil, high
temperature, oxygen, ozone, sunlight, alkali, oxidation solvent
and good permeability.
Disadvantage: poor resistance on grease, gasoline and
hydrocarbon solvent and poor tenacity.
Maximum working temperature: 110℃



可可选排渣口设计

    LAD-Z73X/WXZF无隙矿浆闸阀阀体底部已内嵌了排渣清洁槽，这个清洁槽可
选配可拆卸的排渣板，此排渣板可用来控制排放并防止沉积物影响刀闸板完全关
闭，可以通过使用清水来提高排水效率，安装排渣板后，从阀门排除的任何固体、
泥浆或冲洗水都可以调节控制。

手动手轮① 手动手轮② 手动斜齿轮

气动气缸

   Optional discharge port

Lad-Z73X/WXZF seamless pulp gate valve is installed with discharge and cleaning port in the
bottom of valve. The port can be equipped with discharge plate. All the waste goes out from the
valve can be controlled after installing the discharge plate.

      actuator
      options

manual wheel 1 manual wheel 2 manual bevel wheel

pneumatic cylinder 1 pneumatic cylinder 2 hydraulic cylinder electrical cylinder.



    采用弹性好硬度低的耐得橡胶
抗磨损

颗粒冲击金属表面造成的刮伤

颗粒撞击橡胶表面没造成大的刮伤

防化学和腐蚀
    可采用耐得的硫化卤代丁基橡
胶 是一种比天然橡胶更具有抗酸、
碱和其他物质的腐蚀能力。可用这
种橡胶作衬，用来防化学和抗腐蚀。

降低成本，经济效益好
    橡胶件一次性资金投入低，维
护成本低，胶圈易损件可更换，运
转效率高，使单位产品成本降低，
从而获得较优的经济效益。

减振降噪
采用耐得的高弹性橡胶，具有极

好的减振降噪作用，减少环境污染。

耐得橡胶综合性能 应用条件

、撞击角度和滑动磨损
、撞击速度 
、物料大小和数量 
、橡胶硬度和物理特性  
、介质温度 
、化学环境
、噪音和振动

胶圈材料可选

型： 以下的稀无机酸、碱、盐溶
液的化工介质和矿浆
型： 以下的稀无机酸、浓碱、

盐溶液的化工介质和矿浆
型： 以下的稀无机酸、浓碱、

盐及脂、醇的化工介质和矿浆

耐得橡胶种类：

、 、 、 、
、 、 、 ETS

具体性能及参数        
可联系耐得了解详情

Use good elasticity, low hardness rubber to improve the
abrasive resistance ability

    Rubber Combination Property

Scratch caused by particles’ impact

No scratch when particles impact

Anti-chemical and corrosion

Use sulfide halogenated butyl rubber which has a better
resistance on acid, alkali and other corrosive materials to
prevent chemistry and corrosive damage.

low vibration and noise

Use high elasticity rubber to reduce the noise and
pollution to minimum.

low cost and high profit

Low investment, low maintenance cost, consumable
parts are replaceable, high running efficiency and
low unit product cost.

application

1. impact angel and sliding wear
2. impact speed
3. material size and quantity
4. rubber hardness and physical speification
5. medium temperature
6. chemical environment
7. noise and vibration

materials for rubber gasket

Type A: dilute mineral acid, alkali, saline solution medium
and slurry under 80℃
Type B: dilute mineral acid, concentrated alkaline, saline
solution medium and slurry under 100℃
Type C: dilute mineral acid, concentrated alkaline, saline
and grease, alcohol medium and slurry under 120℃

rubber category：

Contact us to know more



产产品实图展示  Product display



公称直径
(mm) L H Dg D1 D Z - Ø N-M 重量

（Kg）
DN50 60 305 50 125 165 - 4-16 24

DN65 60 341 65 145 185 - 4-16 27

DN80 64 361 80 160 200 4-18 4-16 30

DN100 56 482 100 180 220 4-18 4-16 36

DN125 64 517 125 210 250 4-18 4-16 45

DN150 70 567 150 240 285 4-22 4-20 52

DN200 71 674 200 295 340 4-22 4-20 74

DN250 75 950 250 350 390 4-22 8-20 100

DN300 80 1100 300 400 445 4-22 8-20 138

DN350 80 1200 350 460 505 4-22 12-20 158

DN400 89 1300 400 515 565 4-26 12-24 175

DN450 90 1400 450 565 615 4-26 16-24 205

DN500 90 1500 500 620 670 4-26 16-24 225

DN600 100 1750 600 725 780 4-30 16-27 285

DN700 165 1950 700 810 860 4-26 20-24 365

手动无隙矿浆闸阀主要结构参数（LAD-Z73X/WXZF）

公称直径
(mm) L H Dg D1 D Z - Ø N-M 重量     

（Kg）
DN50 60 400 50 125 165 - 4-16 45

DN65 60 400 65 145 185 - 4-16 52

DN80 64 450 80 160 200 4-18 4-16 55

DN100 56 550 100 180 220 4-18 4-16 70

DN125 64 645 125 210 250 4-18 4-16 80

DN150 70 794 150 240 285 4-22 4-20 92

DN200 70 948 200 295 340 4-22 4-20 114

DN250 70 1100 250 350 405 4-22 8-20 140

DN300 80 1210 300 400 445 4-22 8-20 168

DN350 80 1425 350 460 505 4-22 12-20 188

DN400 89 1550 400 515 565 4-26 12-24 205

DN450 89 1750 450 565 615 4-26 16-24 240

DN500 114 1940 500 620 670 4-26 16-24 270

DN600 114 2300 600 725 780 4-30 16-27 350

气动无隙矿浆闸阀主要结构参数（LAD-Z673X/WXZF）

main structure data for manual seamless pulp gate valve

  diameter  weight

main structure data for pneumatic seamless pulp gate valve

  diameter  weight



公称直径
(mm) L H Dg D1 D Z - Ø N-M 重量    

（Kg）
DN50 60 546 50 125 165 - 4-16 48
DN65 60 565 65 145 185 - 4-16 55
DN80 64 580 80 160 200 4-18 4-16 58
DN100 56 610 100 180 220 4-18 4-16 75
DN125 64 640 125 210 250 4-18 4-16 85
DN150 70 700 150 240 285 4-22 4-20 98
DN200 70 860 200 295 340 4-22 4-20 120
DN250 70 1030 250 355 405 4-22 8-20 145
DN300 80 1110 300 410 460 4-26 8-24 175
DN350 80 1230 350 470 520 4-26 12-24 193
DN400 89 1350 400 525 580 4-30 12-27 215
DN500 320 1725 500 620 670 4-26 16-24 295
…
…

电动无隙矿浆闸阀主要结构参数（LAD-Z973X/WXZF）

备备注：
        以上参数均为耐得标准参数，若客户
所需参数与上述尺寸不符，请联系我们为
您设计方案进行定制生产。

结构组成：
        耐得LAD-Z73X/WXZF无隙矿浆
闸阀由阀体、阀座、闸板、支架、阀
杆、执行机构和加强弹性胶圈组成。

部分注意事项：
1、阀体两侧装有注入润滑脂的油咀，可减少闸板的摩擦力，降低阀杆升降的轴向力；
2、产品按压力等级分为1.0及1.6Mpa，或可根据美标CLASS150或300。阀体材质分
为球磨铸铁和和炭铸铁，闸板均采用不锈钢板制成，若有指定材料请于耐得联系；
3、产品在开关过程中有微量外漏，全开或全闭均无泄漏，因此不建议做节流阀使用；
4、此种结构为对夹式，如有需要我们也提供法兰式；
5、根据执行机构不同操作方式可分为：现场操作或远程操作（集中控制）；
6、在选用阀门时，请根据具体工作环境，压力等级和口径大小选择合适的满足要求
的气动、液动或电动装置；
7、其他说明：
      气缸气源压力：3-6bar，外部气源串接油水分离器组合

main structure data for electrical seamless pulp gate valve

   diameter weight

Structural composition

Lad-Z73X/WXZF seamless pulp gate valve is composed
of body, seat, wedge disc, scaffold, stem, actuator and
strengthen rubber gasket.

 note:

all data above is standard data. If client requires different
specification, please contact us and we will provide
customized product.

some notification:

1. Nozzles are equipped on the two side of valve body for lubrication and aim to reduce the friction of wedge disc and axial
force of the stem.
2. Valve pressure classification is 1.0 and 1.6 Mpa or Class 150 and 300 referd to ASME standard. Valve body material is
nodular cast iron or carbon cast iron. Wedge disc material is stainless steel.
3. During opening and closing, valve may appear small leakage and zero leakage after fully open or close. It is not
suggested to us the product as throttle valve.
4. This product is double-clip type. We also provide flange type.
5. Operation method will be different according to different actuator: control locally or remotely.
6. Please choose valve and actuator according to the actual working condition, pressure level and diameter.
7. Others: cylinder air supply pressure: 3-6bar, the outer air supply cascading with oil and water separator.



应应用范围案例

耐得LAD-Z73X/WXZF无隙矿浆闸阀应用于
矿业、电力、钢铁、制浆造纸等多种工业中，可
解决多种复杂工况问题如泄漏、堵塞、关闭不严、
成本难以控制等多种问题，通过实际应用证明其
使用价值所在。

矿业方面应用：
尾矿
尾矿渣排放
旋流器进料隔离阀
浮选室
浸出系统
浓密机底流
石灰系统等

火力电厂方面应用：
洗涤塔
泵的排放
反应料浆
吸收塔
浆液导流
炉底灰、底渣等

其他方面应用：
制浆造纸
钢铁/某些金属
化工行业
水泥
磷酸盐等

Applications

Lad-Z73X/WXZF seamless pulp gate valve is easy to
apply to mining industry, electrical industry, steel/metal
industry, paper industry, etc., it can solve various
complicated situations such as leakage, blocking, high cost
and so on.

mining industry application：

Tailing
Tailing slag exhausting
Swirler inlet isolating valve
Flotation room
Infusion system
Lime system, etc

thermal power plant application：

Washing tower
Pump exhausting
Reaction slurry
Absorption tower
Slurry diversion
Bottom ash, etc

 other applications：

paper industry
steel/metal industry
chemical industry
cement industry
silica sand industry, etc.




