
10.1MUELLER® 2300 SERIES 
RESILIENT WEDGE GATE VALVE 

❏	 350 PSIG (2400 kPa/24 barg) Maximum Working Pressure – 
Hydrostatically tested at 700 psig (4800 kPa/48 barg). 

❏	 Dual-Purpose Lifting Lugs – new dual-purpose lifting lugs provide 
stability for the valve box. Accomodates strap or hooks; provides valve 
box alignment, eliminating need for valve box adapter.+

❏	 American Made Quality – factory in Chattanooga, TN with ISO 9001 
certification. Certified to ANSI/NSF 61 & 372. Manufactured and tested 
in compliance with ANSI/AWWA Standard C515 or C509.  UL 262 Listed 
and FM 1120/1130 Approved.

❏	 Ductile Iron Construction - Valve body, bonnet, disc, stuffing box, & op nut.

❏	 T-Head Bolt Retention – improved T-head bolt retention feature 
eliminates need for anti-rotation bolts.

❏	 Triple O-ring Seals – two above thrust collar and one below, retain 
lubricant in this critical area.  Top two are replaceable with valve fully open 
and under pressure. Fourth 0-ring serves as dirt seal.  

❏	 Two-Anti-Friction Washers With Lubrication – made of polymer, one 
above and one below the thrust collar, reduce operating torque to open	
or close valve.

❏	 Stem – forged manganese bronze bar stock is upset, then machined to 
form a thrust collar for superior strength in this critical area.

❏	 Guide Cap Bearings – made of polymer and snapped over rubber 
covered wedge guides, provide bearing surfaces that protect both wedge and 
interior body coating from wear and aid in easy operation – even the largest 
valves installed horizontally. Rollers, tracks and scrapers are not needed. 

❏	 Smooth, Oversized Water Way – full, round, unobstructed flow way 
accommodates full size cutters, provides superior flow characteristics and 
reduces pumping costs.**

❏	 Mueller Pro-Guard® Fusion Bonded Epoxy Coating – 10 mils* thick 
protects all inside and outside iron surfaces, and complies with AWWA C550.

❏	 316 Stainless Steel Fasteners

❏	 Integral Legs – stands upright for easier handling and storage.

❏	 10-Year Limited Warranty – assured reliability (see separate Mueller 
Warranty document for terms).

❏	 Designed For Potable Water Applications

Mueller 2300 Series Resilient Wedge Gate Valves 
Mueller Resilient Wedge Gate Valves have features to make them easier to operate, preserve sealing capability, and interior coating integrity for many 
years of reliable service. In addition to popular end connection options, Mueller brand RW valves can be ordered with Mueller’s exclusive AquaGrip® 
System that incorporates an o-ring sealed compression connection and integral pipe restraint in one “ready to use” easy and quick to install package.

Mueller 14" – 54" 2361 Series Resilient Wedge Gate Valve Features
In addition to all the features of the smaller 2361 series valves, large size Mueller 2361 series RW valves offer these features:

❏	 Stem – 18"-54" manganese bronze casting with integral thrust collar.

SIZE AWWA C515 WORKING PRESSURE UL WORKING PRESSURE FM WORKING PRESSURE

14"-16" 250 250 250

18"-24" 250 175 ˣ 250

30"-54" 250 NA NA

*Nominal
**16" valve requires 1/2" undersized cutter, 54" valve requires 48" cutter

Rev. 9-19 

§

ˣ UL Listed without gearing

6” shown

Mueller 2"-12" 2300 Series Resilient Wedge Gate Valve Features



10.2 2361 SERIES RESILIENT WEDGE VALVES 
WITH MUELLER® AQUAGRIP® SYSTEM

Mueller 2361 Series Resilient Wedge Gate Valves with AquaGrip® System
The Mueller AquaGrip System is offered in 4" through 12" sizes of the Mueller 2361 Series Resilient Wedge Gate Valves. This Mueller exclusive 
combines both the compression connection and the pipe restraint system in one convenient, quick installation package. This eliminates the need 
for anchor couplings, tie rods or separate gland-type restrains. A typical AquaGrip connection uses fewer bolts than a conventional mechanical 
joint end, and substantially fewer than a gland-type restraint, significantly reducing installation time. This “labor saving” system is also available on 
Mueller Centurion® Fire Hydrants, and as separate couplings and fittings to compliment water main installation needs.

❏	 Accepts Varied Types Of Pipe – DIPS style fits DI, C900 PVC 
and DIPS PE pipe.  IPS style fits PVC, IPS PE. No disassembly or 
adapters, no special pipe end preparation, a liner for PE pipe(DR9-
DR17) is recommended.  

❏	 Fully Assembled Stab Connection – arrives ready to insert 
the pipe, tighten the bolts and it’s done. No need to change-out, 
add or remove parts.  Nothing additional to inventory or handle 
in the field.  No extra bolts to assemble or tighten.  Substantially 
reduces labor and inventory costs.

❏	 Visually Shows When Properly Tightened – breakaway 
nuts snap off using a standard wrench.  No special torque 
requirements.  Inner nut remains in place to allow future 
access to connection, if required.  Reduces crew training and 
saves installation time. (In illustration, lower nut shown before 
tightening, upper one after.)

❏	 Certified To ANSI/NSF 61 & 372 – manufactured and tested 
in compliance with ANSI/AWWA C515. UL 262 Listed and FM 
1120/1130 approved.

❏	 Pressure Responsive O-ring Seal – a double O-ring uses 
hydrostatic pressure from inside the pipe to enhance the seal as 
line pressure increases.

❏	 Full Circumferential Restraint – gripper ring encircles pipe for 
uniform grip without creating points of high stress in pipe wall that 
could contribute to pipe failure.

❏	 Installs In Wet Conditions – no special field conditions required, 
even installs under water.

❏	 Ductile Iron Construction – valve body, bonnet and the 
AquaGrip System components.

❏	 Plus All Of The Other Features Of The 2300 Series

❏	 250 PSIG Maximum Working Pressure (triple listed)

Rev. 7-17



10.3MUELLER® GATE VALVES 
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10.4

❏	 Catalog number	
A-2361-20 Mechanical joint ends (with accessories unassembled) 	
A-2361-23 Mechanical joint ends (less accessories) 	
A-2361-25 Mechanical joint ends (with transition gaskets accessories unassembled) 

❏	 Sizes – 3”, 4”, 6”, 8”, 10”, 12”
❏	 Non-rising stem (NRS) 

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C515*** Standard,	
UL 262 Listed, FM 1120/1130 Approved, and certified to ANSI/NSF 61 & 372

❏	 Standard mechanical joint ends comply with ANSI/AWWA C111 
❏	 Nominal 10 mils Mueller Pro-Gard® Fusion Bonded Epoxy coated interior and exterior surfaces Epoxy 

coating meets or exceeds all applicable requirements of  ANSI/AWWA C550 Standard 

❏	 Iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron 

❏	 Triple O-ring seal (2 above the thrust collar and 1 below)

❏	 2” square wrench nut - open left or open right 
❏	 350 psig (2400 kPa/24 barg) maximum working pressure; 700 psig (4800 kPa/48 barg) static test 

pressure 
❏	 UL Listed, FM Approved: 350 psig (2400 kPa/24 barg)

❏	 Designed for potable water applications

Options 
See page 10.54 for more information on Resilient Wedge Gate Valve options 
❏  Position indicators                               	 	 	 ❏  Stainless steel stem: Type 304, Type 316 	  ❏  EPDM Disc and o-rings
❏  Low zinc, silicon bronze ASTM B98-C66100/H02 stem           ❏  Handwheel

3”- 12” A-2361 RESILIENT WEDGE 
GATE VALVES - M.J. x M.J.  

 A-2361-20 shown

§

Rev. 4-20

+++ 3” valves use a bonnet gasket
*Fully encapsulated in molded rubber with no iron exposed; 
▼ Material strength ASTM A536 65-45 minimum
+ Manufacturer’s option to change material to ductile iron ASTM A536
*** 3” valves meet or exceed all applicable requirements of ANSI/AWWA C509 Standard 

Resilient wedge gate valve parts

Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Ductile Iron ASTM A536 ▼

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel (not shown) Cast Iron + ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B584

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box with dirt seal Ductile Iron
Nitrile

ASTM A536 ▼
ASTM D2000

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron*
SBR

ASTM A536 ▼
ASTM D2000

G-210 Bonnet Ductile Iron ASTM A536 ▼

G-211 Bonnet O-ring +++ Nitrile ASTM D2000

G-212 Body Ductile Iron ASTM A536 ▼

CAUTION ASBESTOS AND OTHER MATERIALS MAY CAUSE CANCER CAUSES DAMAGE TO LUNGS DO NOT BREATHE DUST AVOID 
CREATING DUST. Seek Expert Advice For Breathing Protection And Protective Equipment. Call OSHA 1-800-321-6742 for more information.



10.53"- 12" A-2361 RESILIENT WEDGE 
GATE VALVES - M.J. x M.J.  

Rev. 2-17 

*All dimensions are in inches. All weights include accessories are in pounds and are approximate.

Dimensions

Dimension
Nominal Size

3” 4" 6" 8" 10" 12"
A 12.38 14.19 18.00 21.50 25.50 28.62

FF 9.62 9.50 10.00 10.50 11.50 12.00

L 2.50 2.50 2.50 2.50 2.50 2.50

N 7.50 8.40 10.41 12.68 15.24 18.024

O (number and size of holes) 4--.88 4--.88 6--.88 6--.88 8--.88 8--.88

DD 4.62 4.50 5.00 5.50 6.50 7.00

Q 3.30 4.30 6.30 8.30 10.30 12.30

OO (bolt circle diameter) 6.19 7.50 9.50 11.75 14.00 16.25

Turns to open 11 14 20.5 26.5 33.0 38.5

Weight* 83 70 112 162 238 303

§



10.6

❏	 Catalog number	
A-2361-6 flanged ends

❏	 Sizes – 3”, 4”, 6”, 8”, 10”, 12”

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C515*** Standard, UL 262 Listed, 
FM 1120/1130 Approved, and certified to ANSI/NSF 61 & 372

❏	 Flanged end drilling complies with ASME/ANSI B16.1 Class 125**

❏	 Iron body with nominal 10 mils Mueller Pro-Guard® Fusion Bonded Epoxy Coated interior	
and exterior surfaces

❏	 Epoxy coating meets or exceeds all applicable requirements of ANSI/AWWA C550 Standard

❏	 Iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron

❏	 Non-rising stem (NRS)

❏	 Triple O-ring seal (2 above the thrust collar and 1 below)

❏	 350 psig (2400 kPa/24 barg) maximum working pressure; 700 psig (4800 kPa/48 barg)	
static test pressure

❏	 UL Listed, FM Approved: 350 psig (2400 kPa/24 barg)

❏	 Designed for potable water applications 

† Approved for backflow prevention devices by USC (for 4” - 10” sizes)

Options 
See page 10.54 for more information on Resilient Wedge Gate Valve options

❏  Position indicators              ❏  Stainless steel stem: Type 304, Type 316   	 ❏  Low zinc, silicon bronze ASTM B98-C66100/H02 stem

❏  2” square wrench nut          ❏  P/N 10/16 Drilling         	               	 	 ❏  EPDM Disc and O-rings

3"- 12" A-2361 RESILIENT WEDGE 
GATE VALVES - FL. x FL. 

A-2361-6 shown

Rev. 7-19

Resilient wedge gate valve parts

Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Ductile Iron ASTM A536 ▼

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel Cast Iron + ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B584

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box with dirt seal Ductile Iron 
Nitrile

ASTM A536 ▼
ASTM D2000

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron*
SBR

ASTM A536 ▼
ASTM D2000

G-210 Bonnet Ductile Iron ASTM A536 ▼

G-211 Bonnet O-ring +++ Nitrile ASTM D2000

G-212 Body Ductile Iron ASTM A536 ▼

+++ 3” valves use a bonnet gasket
*Fully encapsulated in molded rubber with no iron exposed; 
▼ Material strength ASTM A536 65-45 minimum
** Per ANSI/AWWA C111 working pressure above 250psi requires the use of a special gasket rated for higher pressure.
+ Manufacturer’s option to change material to ductile iron ASTM A536
*** 3” valves meet or exceed all applicable requirements of ANSI/AWWA C509 Standard 

G-49

G-41

G-16

G-200

G-202

G-201

G-208

G-203

G-205

G-210
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G-212

G-209



10.73"- 12" A-2361 RESILIENT WEDGE 
GATE VALVES - FL. x FL.

Rev. 9-18 

*All dimensions are in inches. All weights are in pounds and are approximate. 

Dimensions

Dimension
Nominal Size

3” 4" 6" 8" 10" 12"
A 12.38 14.19 18.00 21.50 25.50 28.62

R 7.50 9.00 11.00 13.50 16.00 19.00

FF 8.00 9.00 10.50 11.50 13.00 14.00

Q (bore) 3.30 4.30 6.30 8.30 10.30 12.30

UU (bolt circle diameter) 6.00 7.50 9.50 11.75 14.25 17.00

B (number and size of holes) 4--.75 8--.75 8--.88 8--.88 12--1.00 12--1.00

Turns to open 11 14 20.5 26.5 33 38.5

Weight* 73 81 136 213 326 440



10.8

❏	 Catalog number	
A-2361-12 Class 250 flanged ends

❏	 Sizes – 3”, 4”, 6”, 8”, 10”, 12”

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C515*** Standard, UL 262 Listed, 
FM 1120/1130 Approved, and certified to ANSI/NSF 61 & 372

❏	 Flanged end drilling complies with ASME/ANSI B16.1 Class 250

❏	 Iron body with nominal 10 mils Mueller Pro-Guard® Fusion Bonded Epoxy Coated interior	
and exterior surfaces

❏	 Epoxy coating meets or exceeds all applicable requirements of ANSI/AWWA C550 Standard

❏	 Iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron

❏	 Non-rising stem (NRS)

❏	 Triple O-ring seal (2 above the thrust collar and 1 below)

❏	 350 psig (2400 kPa/24 barg) maximum working pressure; 700 psig (4800 kPa/48 barg)	
static test pressure

❏	 UL Listed, FM Approved: 350 psig (2400 kPa/24 barg)

❏	 Designed for potable water applications 

† Approved for backflow prevention devices by USC (for 4” - 10” sizes)

Options 
See page 10.54 for more information on Resilient Wedge Gate Valve options

❏  Position indicators              ❏  Stainless steel stem: Type 304, Type 316   	 ❏  Low zinc, silicon bronze ASTM B98-C66100/H02 stem

❏  Handwheel         ❏  P/N 25 Drilling         	               	 	 ❏  EPDM Disc and O-rings

3"- 12" A-2361 RESILIENT WEDGE 
GATE VALVES CLASS 250 - FL. x FL. 

A-2361-12 shown

Rev. 7-19  

Resilient wedge gate valve parts

Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Ductile Iron ASTM A536 ▼

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel (Not shown) Cast Iron + ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B584

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box with dirt seal Ductile Iron 
Nitrile

ASTM A536 ▼
ASTM D2000

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron*
SBR

ASTM A536 ▼
ASTM D2000

G-210 Bonnet Ductile Iron ASTM A536 ▼

G-211 Bonnet O-ring Nitrile ASTM D2000

G-212 Body Ductile Iron ASTM A536 ▼

*Fully encapsulated in molded rubber with no iron exposed; 
▼ Material strength ASTM A536 65-45 minimum
** Per ANSI/AWWA C111 working pressure above 250psi requires the use of a special gasket rated for higher pressure.
+ Manufacturer’s option to change material to ductile iron ASTM A536
*** 3” valves meet or exceed all applicable requirements of ANSI/AWWA C509 Standard 
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10.93"- 12" A-2361 RESILIENT WEDGE 
GATE VALVES CLASS 250 - FL. x FL. 

Rev. 9-18 

*All dimensions are in inches. All weights are in pounds and are approximate. 

Dimensions

Dimension
Nominal Size

3” 4" 6" 8" 10" 12"
A 12.38 14.19 18.00 21.50 25.50 28.62

R 9.00 10.00 12.50 15.00 17.50 20.50

FF 11.10 12.00 15.88 16.50 18.00 19.75

Q (bore) 3.30 4.30 6.30 8.30 10.30 12.30

UU (bolt circle diameter) 6.63 7.87 10.63 12.99 15.24 17.76

B (number and size of holes) 8--.88 8--.88 12--.88 12--1.125 16--1.25 16--1.25

Turns to open 11 14 20.5 26.5 33 38.5

Weight* 75 106 184 291 453 592



10.10
❏	 Catalog number 	

A-2361-10 Groove X Groove ends
❏	 Sizes – 2”++, 2 1/2”++, 3”, 4”, 6”, 8”, 10”, 12”

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C515*** Standard, UL 262 Listed, FM 
1120/130 Approved, and certified to ANSI/NSF 61 & 372

❏	 Grooved ends comply with AWWA C606

❏	 Iron body with nominal 10 mils Mueller Pro-Guard® Fusion Bonded Epoxy Coated interior	
and exterior surfaces

❏	 Epoxy coating meets or exceeds all applicable requirements of ANSI/AWWA C550 Standard

❏	 Iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron

❏	 Non-rising stem (NRS)

❏	 Triple O-ring seal (2 above the thrust collar and 1 below)

❏	 2” square wrench nut - open left or open right

❏	 350 psig (2400 kPa/24 barg) maximum working pressure; 700 psig (4800 kPa/48 barg) static test 
pressure

❏	 UL Listed, FM Approved – 350 psig (2400 kPa/24 barg)

❏	 Designed for potable water applications 

Options
See page 10.54 for more information on Resilient Wedge Gate Valve options
❏  Position indicators                                          	 	 	 	 ❏  Stainless steel stem: Type 304, Type 316           ❏  EPDM Disc and o-rings
❏  Low zinc, silicon bronze ASTM B98-C66100/H02 stem                   	 ❏  Handwheel	 	

 2"- 12" A-2361 RESILIENT WEDGE 
GATE VALVES - GR X GR. 

A-2361-10 shown

§

Rev. 4-20
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Resilient wedge gate valve parts

Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Ductile Iron ASTM A536 ▼

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel (not shown) Cast Iron + ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B584

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box with dirt seal Ductile Iron 
Nitrile

ASTM A536 ▼
ASTM D2000

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron*
SBR

ASTM A536 ▼
ASTM D2000

G-210 Bonnet Ductile Iron ASTM A536 ▼

G-211 Bonnet O-ring+++ Nitrile ASTM D2000

G-212 Body Ductile Iron ASTM A536 ▼

*Fully encapsulated in molded rubber with no iron exposed;  
▼ Material strength ASTM A536 65-45 minimum
** Per ANSI/AWWA C111 working pressure above 250psi requires the use of a special gasket rated for higher pressure.
+ Manufacturer’s option to change material to ductile iron ASTM A536
*** 3” valves meet or exceed all applicable requirements of ANSI/AWWA C509 Standard
++ 2” & 2 1/2” valves are model A2362
+++ 2” & 2 1/2” valves have a bonnet gasket



10.112"- 12" A-2361 RESILIENT WEDGE 
GATE VALVES - GR x GR. 

Rev. 7-19

* All dimensions are in inches. All weights include accessories are in pounds and are approximate.

Dimensions

Dimension
Nominal Size

2” 2 1/2” 3” 4" 6" 8" 10" 12"
A 9.88 12.38 12.38 14.19 18.00 21.50 25.50 28.62

B 7.00 7.50 8.00 9.00 10.50 11.50 13.00 14.00

C* (overall width of bonnet flange) 7.00 8.63 8.63 10.79 13.50 16.36 20.00 21.00

ØE (bore) 1.56 1.97 2.63 3.75 5.80 7.67 9.80 11.80

F 0.34 0.34 0.34 0.34 0.34 0.47 0.47 0.47

G 0.63 0.63 0.63 0.63 0.63 0.75 0.75 0.75

ØD 2.38 2.88 3.50 4.50 6.63 8.63 10.75 12.75

Turns to open 8 11 11 14 20.5 26.5 33 38.5

Weight* 37 44 48 64 114 163 247 315

§



10.12
❏	 Catalog number 	

A-2361-11 groove x flanged ends 
❏	 Sizes – 2”++, 2 1/2”++, 3”, 4”, 6”, 8”, 10”, 12”

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C515*** Standard, UL 262 Listed, FM 
1120/130 Approved, and certified to ANSI/NSF 61 & 372

❏	 Flanged end drilling complies with ASME/ANSI B16.1 Class 125**

❏	 Groove end complies with AWWA C606

❏	 Iron body with nominal 10 mils Mueller Pro-Guard® Fusion Bonded Epoxy Coated interior	
and exterior surfaces

❏	 Epoxy coating meets or exceeds all applicable requirements of ANSI/AWWA C550 Standard

❏	 Iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron

❏	 Non-rising stem (NRS)

❏	 Triple O-ring seal (2 above the thrust collar and 1 below)

❏	 2” square wrench nut - open left or open right

❏	 350 psig (2400 kPa/24 barg) maximum working pressure; 700 psig (4800 kPa/48 barg) static test 
pressure

❏	 UL Listed, FM Approved – 350 psig (2400 kPa/24 barg)

❏	 Designed for potable water applications 

Options
See page 10.54 for more information on Resilient Wedge Gate Valve options
❏  Position indicators                                          	 	 	 	 ❏  Stainless steel stem: Type 304, Type 316           ❏  EPDM Disc and o-rings
❏  Low zinc, silicon bronze ASTM B98-C66100/H02 stem                   	 ❏  Handwheel	 	

 2"- 12" A-2361 RESILIENT WEDGE 
GATE VALVES - GR x FL. 

A-2361-11 shown

§

Rev. 7-19
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G-49

Resilient wedge gate valve parts

Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Ductile Iron ASTM A536 ▼

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel (not shown) Cast Iron + ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B584

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box with dirt seal Ductile Iron 
Nitrile

ASTM A536 ▼
ASTM D2000

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron*
SBR

ASTM A536 ▼
ASTM D2000

G-210 Bonnet Ductile Iron ASTM A536 ▼

G-211 Bonnet O-ring+++ Nitrile ASTM D2000

G-212 Body Ductile Iron ASTM A536 ▼

*Fully encapsulated in molded rubber with no iron exposed;  
▼ Material strength ASTM A536 65-45 minimum
** Per ANSI/AWWA C111 working pressure above 250psi requires the use of a special gasket rated for higher pressure.
+ Manufacturer’s option to change material to ductile iron ASTM A536
*** 3” valves meet or exceed all applicable requirements of ANSI/AWWA C509 Standard 
++ 2” & 2 1/2” valves are model A2362
+++ 2” & 2 1/2” valves have a bonnet gasket



10.132"- 12" A-2361 RESILIENT WEDGE 
GATE VALVES - GR x FL. 

Rev. 7-19

* All dimensions are in inches. All weights include accessories are in pounds and are approximate.

Dimensions

Dimension
Nominal Size

2” 2 1/2” 3” 4" 6" 8" 10" 12"
A 9.88 12.38 12.38 14.19 18.00 21.50 25.50 28.62

B 7.00 7.50 8.00 9.00 10.50 11.50 13.00 14.00

C* (overall width of bonnet flange) 7.00 8.63 8.63 10.79 13.50 16.36 20.00 21.00

ØD 2.38 2.88 3.50 4.50 6.63 8.63 10.75 12.75

ØE (bore) 1.56 1.97 2.63 3.75 5.80 7.67 9.80 11.80

F 0.34 0.34 0.34 0.34 0.34 0.47 0.47 0.47

G 0.63 0.63 0.63 0.63 0.63 0.75 0.75 0.75

P 0.69 0.75 0.81 1.00 1.06 1.19 1.25 1.31

ØO 6.00 7.00 7.50 9.00 11.00 13.50 16.00 19.00

NO-ØK (number-size holes) 4--.63 4--.75 4--.75 8--.75 8--.88 8--.88 12--1.00 12--1.00

ØR (bolt circle) 4.75 5.50 6.00 7.50 9.50 11.75 14.25 17.00

Turns to open 8 11 11 14 20.5 26.5 33 38.5

Weight* 41 50 56 75 129 190 278 370

§



10.14
❏	 Catalog number 	

A-2361-16 mechanical joint x flanged ends (with accessories unassembled)	
A-2361-19 mechanical joint x flanged ends (less accessories)

❏	 Sizes – 3”, 4”, 6”, 8”, 10”, 12”

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C515*** Standard, UL 262 Listed, FM 
1120/130 Approved, and certified to ANSI/NSF 61 & 372

❏	 Flanged end drilling complies with ASME/ANSI B16.1 Class 125**

❏	 Mechanical joint end complies with ANSI/AWWA C111 Standard

❏	 Iron body with nominal 10 mils Mueller Pro-Guard® Fusion Bonded Epoxy Coated interior	
and exterior surfaces

❏	 Epoxy coating meets or exceeds all applicable requirements of ANSI/AWWA C550 Standard

❏	 Iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron

❏	 Non-rising stem (NRS)

❏	 Triple O-ring seal (2 above the thrust collar and 1 below)

❏	 2” square wrench nut - open left or open right

❏	 350 psig (2400 kPa/24 barg) maximum working pressure; 700 psig (4800 kPa/48 barg) static test 
pressure

❏	 UL Listed, FM Approved – 350 psig (2400 kPa/24 barg)

❏	 Designed for potable water applications 

Options
See page 10.54 for more information on Resilient Wedge Gate Valve options
❏  Position indicators                                          	 	 	 	 ❏  Stainless steel stem: Type 304, Type 316           ❏  EPDM Disc and o-rings
❏  Low zinc, silicon bronze ASTM B98-C66100/H02 stem                   	 ❏  Handwheel	 	

 3"- 12" A-2361 RESILIENT WEDGE 
GATE VALVES - M.J. x FL. 

A-2361-16 shown
M.J. accessories shipped unassembled 

§

Rev. 7-19

G-202
G-200
G-207
G-41

G-201

G-208

G-203

G-210

G-16

G-211

G-205

G-212

G-209

G-206

G-49

Resilient wedge gate valve parts

Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Ductile Iron ASTM A536 ▼

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel (not shown) Cast Iron + ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B584

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box with dirt seal Ductile Iron 
Nitrile

ASTM A536 ▼
ASTM D2000

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron*
SBR

ASTM A536 ▼
ASTM D2000

G-210 Bonnet Ductile Iron ASTM A536 ▼

G-211 Bonnet O-ring +++ Nitrile ASTM D2000

G-212 Body Ductile Iron ASTM A536 ▼

+++ 3” valves use a bonnet gasket
*Fully encapsulated in molded rubber with no iron exposed;  
▼ Material strength ASTM A536 65-45 minimum
** Per ANSI/AWWA C111 working pressure above 250psi requires the use of a special gasket rated for higher pressure.
+ Manufacturer’s option to change material to ductile iron ASTM A536
*** 3” valves meet or exceed all applicable requirements of ANSI/AWWA C509 Standard 

CAUTION ASBESTOS AND OTHER MATERIALS MAY CAUSE CANCER CAUSES DAMAGE TO LUNGS DO NOT BREATHE DUST AVOID 
CREATING DUST. Seek Expert Advice For Breathing Protection And Protective Equipment. Call OSHA 1-800-321-6742 for more information.



10.153"- 12" A-2361 RESILIENT WEDGE 
GATE VALVES - M.J. x FL. 

Rev. 5-18 

* All dimensions are in inches. All weights include accessories are in pounds and are approximate.

Dimensions

Dimension
Nominal Size

3” 4" 6" 8" 10" 12"
A 12.38 14.19 18.00 21.50 25.50 28.62

L 2.50 2.50 2.50 2.50 2.50 2.50

N 7.50 9.12 11.12 13.37 15.62 17.88

O 4--.88 4--.88 6--.88 6--.88 8--.88 8--.88

Q (bore) 3.30 4.30 6.30 8.30 10.30 12.30

OO (bolt circle diameter) 6.19 7.50 9.50 11.75 14.00 16.25

R (number and size of holes) 7.50 9.00 11.00 13.50 16.00 19.00

UU 5.50 7.50 9.50 11.75 14.25 17.00

FF 8.80 9.50 11.06 12.09 13.94 14.50

B 4--.75 8--.75 8--.88 8--.88 12--1.00 12--1.00

Turns to open 11 14 20.5 26.5 33 38.5

Weight* 67 80 136 198 299 398

§



10.16
❏	 Catalog number	

A-2361-38 Slip-on† ends with gasket 	
A-2361-40 Slip-on† ends less gasket 

❏	 Sizes – 4”, 6”, 8”, 10”, 12” 

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C515 Standard, UL 262 Listed,	
FM 1120/1130 Approved, and certified to ANSI/NSF 61 & 372 

❏	 Slip-on ends fit plain end of classes 150, 200 and 250 cast iron; ductile iron and classes 150	
and 200 cast iron O.D. PVC 

❏	 Iron body with nominal 10 mils Mueller Pro-Gard® Fusion Bonded Epoxy Coated interior	
and exterior surfaces 

❏	 Epoxy coating meets or exceeds all applicable requirements of	
ANSI/AWWA C550 Standard 

❏	 Iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron 

❏	 Non-rising stem (NRS) 

❏	 Triple O-ring seal (2 above the thrust collar and 1 below)

❏	 2” square wrench nut - open left or open right 

❏	 350 psig (2400 kPa/24 barg) maximum working pressure; 700 psig (4800 kPa/48 barg)	
static test pressure 

❏	 UL Listed, FM Approved: 350 psig (2400 kPa/24 barg)

❏	 Designed for potable water applications 
†Design and dimensions of the joint are manufactured under license of U.S. Pipe and Foundry Company.
††Field Lok is a trademark of U.S. Pipe Valve & Hydrant, LLC and Foundry Company, used with permission.

4"- 12" A-2361 RESILIENT WEDGE 
GATE VALVES - SL. x SL. 

Options 
See page 10.54 for more information on Resilient Wedge Gate Valve options
❏  Position indicators                               	 	 	 ❏  Stainless steel stem: Type 304, Type 316 	 	 ❏  EPDM Disc and o-rings

❏  Low zinc, silicon bronze ASTM B98-C66100/H02 stem         ❏  Handwheel	

 A-2361-38 shown
Slip-on ends on this valve are not intended for 
use with Field Lok†† restrained gaskets. Use 

valve on page 10.13A

G-202
G-200
G-207
G-41

G-201

G-208

G-203

G-210

G-16

G-211

G-205

G-212

G-209

G-206

G-49

§

Rev. 4-20

*Fully encapsulated in molded rubber with no iron exposed 
▼ Material strength ASTM A536 65-45 minimum
+ Manufacturer’s option to change material to ductile iron ASTM A536

Resilient wedge gate valve parts
Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Ductile Iron ASTM A536 ▼

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel (not shown) Cast Iron + ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B584

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box with dirt seal Ductile Iron
Nitrile

ASTM A536 ▼
ASTM D2000

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron
SBR*

ASTM A536 ▼
ASTM D2000

G-210 Bonnet Ductile Iron ASTM A536 ▼

G-211 Bonnet O-ring Nitrile ASTM D2000

G-212 Body Ductile Iron ASTM A536 ▼



10.174"- 12"  A-2361 RESILIENT WEDGE 
GATE VALVES - SL. x SL. 

Rev. 7-16 

*All dimensions are in inches. All weights are in pounds and are approximate. 

Dimensions

Dimension
Nominal Size

4" 6" 8" 10" 12"
A 14.19 18.00 21.50 25.50 28.62

Q (bore) 4.30 6.30 8.30 10.30 12.30

L 4.12 4.38 5.62 5.62 5.62

R 9.00 11.00 13.50 16.00 19.00

UU (bolt circle diameter for FL) 7.50 9.50 11.75 14.25 17.00

B (number and size of holes for FL) 8--.75 8--.88 8--.88 12--1.00 12--1.00

W (distance between strapping lug holes across face of valve ends) 8.62 10.62 13.12 16.38 18.12

FF 10.91 12.73 14.72 15.75 16.35

Turns to open 14 20.5 26.5 33 38.5

Weight* 93 140 241 368 523

A

L FF
W

DD

Q

§



10.18
❏	 Catalog number	

A-2361-41 Slip-on† end (with gasket) x flange end 	
A-2361-43 Slip-on† end (less gasket) x flange end 

❏	 Sizes – 4”, 6”, 8”, 10”, 12” 

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C515 Standard, UL 262 Listed, FM 
1120/1130 Approved, and certified to ANSI/NSF 61 & 372 

❏	 Slip-on ends fit plain end of classes 150, 200 and 250 cast iron, ductile iron and classes 150 and 
200 cast iron O.D. PVC 

❏	 Flange end drilling complies with ASME/ANSI B16.1 Class 125** 

❏	 Iron body with nominal 10 mils Mueller Pro-Gard® Fusion Bonded Epoxy Coated interior and	
exterior surfaces 

❏	 Epoxy coating meets or exceeds all applicable requirements of ANSI/AWWA	
C550 Standard 

❏	 Iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron 

❏	 Non-rising stem (NRS) 

❏	 Triple O-ring seal (2 above the thrust collar and 1 below)

❏	 2” square wrench nut – open left or open right 

❏	 350 psig (2400 kPa/24 barg) maximum working pressure; 700 psig (4800 kPa/48 barg) static test 
pressure 

❏	 UL Listed, FM Approved: 350 psig (2400 kPa/24 barg) 

❏	 Designed for potable water applications 
†Design and dimensions of the joint are manufactured under license of U.S. Pipe and Foundry Company.
††Field Lok is a trademark of U.S. Pipe and Foundry Company, used with permission.

4"- 12"  A-2361 RESILIENT WEDGE 
GATE VALVES - SL. x FL. 

Options 
See page 10.54 for more information on Resilient Wedge Gate Valve options
❏  Position indicators                               	 	 	 ❏  Stainless steel stem: Type 304, Type 316 	 ❏  EPDM Disc and o-rings

❏  Low zinc, silicon bronze ASTM B98-C66100/H02 stem         ❏  Handwheel	

 A-2361-41 shown
Slip-on end on this valve is not intended

for use with Field Lok†† restrained
gaskets. Use valve on page 10.13C

G-202
G-200
G-207
G-41

G-201

G-208

G-203

G-210

G-16

G-211

G-205

G-212

G-209

G-206

G-49

§
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*Fully encapsulated in molded rubber with no iron exposed
▼ Material strength ASTM A536 65-45 minimum
** Per ANSI/AWWA C111 working pressure above 250psi requires the use of a special gasket rated for higher pressure.
+ Manufacturer’s option to change material to ductile iron ASTM A536

Resilient wedge gate valve parts

Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Ductile Iron ASTM A536 ▼

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel (not shown) Cast Iron + ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B584

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box with dirt seal Ductile Iron
Nitrile

ASTM A536 ▼
ASTM D2000

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron*
SBR

ASTM A536 ▼
ASTM D2000

G-210 Bonnet Ductile Iron ASTM A536 ▼

G-211 Bonnet O-ring Nitrile ASTM D2000

G-212 Body Ductile Iron ASTM A536 ▼



10.194"- 12" A-2361 RESILIENT WEDGE 
GATE VALVES - SL. x FL. 

Rev. 7-16 

*All dimensions are in inches. All weights are in pounds and are approximate. 

A

FF

UU

R

L

B

Q

W
Dimensions

Dimension
Nominal Size

4" 6" 8" 10" 12"
A 14.19 18.00 21.50 25.50 28.62

Q (bore) 4.30 6.30 8.30 10.30 12.30

L 4.12 4.38 5.62 5.62 5.62

R 9.00 11.00 13.50 16.00 19.00

UU (bolt circle diameter for FL) 7.50 9.50 11.75 14.25 17.00

B (number and size of holes for FL) 8--.75 8--.88 8--.88 12--1.00 12--1.00

W (distance between strapping lug holes across face of valve ends) 8.62 10.62 13.12 16.38 18.12

FF 10.91 12.73 14.72 15.75 16.35

Turns to open 14 20.5 26.5 33 38.5

Weight* 93 140 241 368 523



10.20

❏	 Catalog number	
A-2361-61 Slip On ends (less Field Lok gaskets)

❏	 Sizes – 4”, 6”, 8”, 12” 

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C515 Standard, UL 262 Listed, FM 
1120/1130 Approved, and certified to ANSI/NSF 61 & 372 

❏	 Slip-on ends with Field Lok gaskets are to be used on ductile iron pipe 

❏	 Iron body with nominal 10 mils Mueller Pro-Gard® Fusion Bonded Epoxy Coated interior and	
exterior surfaces 

❏	 Epoxy coating meets or exceeds all applicable requirements of	
ANSI/AWWA C550 Standard

❏	 Iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron 

❏	 Non-rising stem (NRS) 

❏	 Triple O-ring seal (2 above the thrust collar and 1 below)

❏	 2” square wrench nut – open left or open right  

❏	 350 psig (2400 kPa/24 barg) maximum working pressure; 700 psig (4800 kPa/48 barg)	
static test pressure 

❏	 UL Listed, FM Approved: 350 psig (2400 kPa/24 barg)

❏	 Designed for potable water applications 
†Design and dimensions of the joint are manufactured under license of U.S. Pipe and Foundry Company.
††Field Lok is a trademark of U.S. Pipe and Foundry Company, used with permission.

4"- 12" A-2361 RESILIENT WEDGE GATE VALVES 
- SL. x SL. (FOR FIELD LOK™†† GASKETS)

Options 
See page 10.54 for more information on Resilient Wedge Gate Valve options
❏  Position indicators                               	 	 	 ❏  Stainless steel stem: Type 304, Type 316 	 ❏  EPDM Disc and o-rings

❏  Low zinc, silicon bronze ASTM B98-C66100/H02 stem         ❏  Handwheel

 A-2361-61 shown
Slip-on ends on this valve are intended for use 

with Field Lok†† restrained gaskets.

G-202
G-200
G-207
G-41

G-201

G-208

G-203

G-210

G-16

G-211

G-205

G-212

G-209

G-206

G-49

Rev. 7-17

*Fully encapsulated in molded rubber with no iron exposed 
▼ Material strength ASTM A536 65-45 minimum
+ Manufacturer’s option to change material to ductile iron ASTM A536

Resilient wedge gate valve parts

Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Ductile Iron ASTM A536 ▼

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel (not shown) Cast Iron + ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B584

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box with dirt seal Ductile Iron
Nitrile

ASTM A536 ▼
ASTM D2000

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron*
SBR

ASTM A536 ▼
ASTM D2000

G-210 Bonnet Ductile Iron ASTM A536 ▼

G-211 Bonnet O-ring Nitrile ASTM D2000

G-212 Body Ductile Iron ASTM A536 ▼



10.2110.214"- 12" A-2361 RESILIENT WEDGE GATE VALVES 
- SL. x SL. (FOR FIELD LOK™** GASKETS)

*All dimensions are in inches. All weights are in pounds and are approximate.
**Field Lok is a trademark of U.S. Pipe and Foundry Company, used with permission. 

A

L FF
W

DD

Q

Dimensions

Dimension
Nominal Size

4" 6" 8" 10” 12"
A 14.19 18.00 21.50 25.50 28.62

Q (bore) 4.30 6.30 8.30 10.30 12.30

W (distance between strapping lug holes across face of valve ends) 8.62 10.62 13.12 16.38 18.12

FF 12.81 14.96 17.94 18.50 18.70

L 4.12 4.38 5.62 5.62 5.62

DD 4.57 6.2 6.7 7.26 7.46

Turns to open 14 20.5 26.5 33 38.5

Weight* 85 144 233 369 523

Rev. 7-16 



10.22

❏	 Catalog number–	
A-2361-62 Slip On (less Field Lok gasket) x flange end 

❏	 Sizes – 4”, 6”, 8”, 12” 

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C515 Standard, UL 262 Listed,	
FM 1120/1130 Approved, and certified to ANSI/NSF 61 & 372 

❏	 Slip-on ends with Field Lok gaskets are to be used on ductile iron pipe 

❏	 Flange end drilling complies with ASME/ANSI B16.1 Class 125** 

❏	 Iron body with nominal 10 mils Mueller Pro-Gard® Fusion Bonded Epoxy Coated interior	
and exterior surfaces 

❏	 Epoxy coating meets or exceeds all applicable requirements of ANSI/AWWA C550 Standard 
❏	 Iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron 
❏	 Non-rising stem (NRS) 

❏	 Triple O-ring seal (2 above the thrust collar and 1 below)

❏	 2” square wrench nut – open left or open right 
❏	 350 psig (2400 kPa/24 barg) maximum working pressure; 700 psig (4800 kPa/48 barg)	

static test pressure 
❏	 UL Listed, FM Approved: 350 psig (2400 kPa/24 barg) 
❏	 Designed for potable water applications 
†Design and dimensions of the joint are manufactured under license of U.S. Pipe and Foundry Company.
††Field Lok is a trademark of U.S. Pipe and Foundry Company, used with permission.

Options 
See page 10.54 for more information on Resilient Wedge Gate Valve options
❏  Position indicators                              	 	 	    ❏  Stainless steel stem: Type 304, Type 316 	❏  EPDM Disc and o-rings
❏  Low zinc, silicon bronze ASTM B98-C66100/H02 stem  ❏  Handwheel	

 A-2361-62 shown
Slip-on end on this valve is intended for 
use with Field Lok†† restrained gaskets.

G-202
G-200
G-207
G-41

G-201

G-208

G-203

G-210

G-16

G-211

G-205

G-212

G-209

G-206

G-49

4"- 12" A-2361 RESILIENT WEDGE GATE VALVES
- SL. x FL. (FOR FIELD LOK™†† GASKETS)

Rev. 4-20

*Fully encapsulated in molded rubber with no iron exposed
▼ Material strength ASTM A536 65-45 minimum
** Per ANSI/AWWA C111 working pressure above 250psi requires the use of a special gasket rated for higher pressure.
+ Manufacturer’s option to change material to ductile iron ASTM A536

Resilient wedge gate valve parts

Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Ductile Iron ASTM A536 ▼

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel (not shown) Cast Iron + ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B584

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box with dirt seal Ductile Iron
Nitrile

ASTM A536 ▼
ASTM D2000

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron*
SBR

AASTM A536 ▼
ASTM D2000

G-210 Bonnet Ductile Iron ASTM A536 ▼

G-211 Bonnet O-ring Nitrile ASTM D2000

G-212 Body Ductile Iron ASTM A536 ▼



10.2310.23

A

FF

UU

R

L

B
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W

4"- 12" A-2361 RESILIENT WEDGE GATE VALVES 
- SL. x FL. (FOR FIELD LOK™** GASKETS)

*All dimensions are in inches. All weights are in pounds and are approximate.
**Field Lok is a trademark of U.S. Pipe and Foundry Company, used with permission. 

Dimensions

Dimension
Nominal Size

4" 6" 8" 10" 12"
A 14.19 18.00 21.50 25.50 28.62

Q (bore) 4.30 6.30 8.30 10.30 12.30

L 4.12 4.38 5.62 5.62 5.62

R 9.00 11.00 13.50 16.00 19.00

UU (bolt circle diameter for FL) 7.50 9.50 11.75 14.25 17.00

B (number and size of holes for FL) 8--.75 8--.88 8--.88 12--1.00 12--1.00

W (distance between strapping lug holes across face of valve ends) 8.62 10.62 13.12 16.38 18.12

FF 10.91 12.73 14.72 15.75 16.35

Turns to open 14 20.5 26.5 33 38.5

Weight* 93 140 241 368 523

 Rev. 7-16 



10.24 14"- 54" A-2361 D.I. RESILIENT WEDGE 
GATE VALVES - FL. x FL. 

G-202
G-200
G-207
G-41
G-201

G-208

G-49

G-203
G-210

G-16
G-211

G-205

G-209

G-206

G-212

❏	 Catalog number	
A-2361-6 flanged ends 

❏	 Sizes – 14”, 16”, 18”, 20”, 24”, 30”,  36”, 42”, 48”, 54”
❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C515 Standard (thru 48”), UL 262 Listed (thru 

24”), FM 1120/1130 Approved (thru 24”), and certified to ANSI/NSF 61 & 372

❏	 Flanged ends drilling comply with ASME/ANSI B16.1 Class 125 
❏	 Ductile iron body and bonnet with nominal 10 mils Mueller Pro-Gard®  Fusion Bonded Epoxy Coated interior 

and exterior surfaces; 42” – 54” valves coated with Mueller HP Epoxy
❏	 Epoxy coatings meet or exceed all applicable requirements of ANSI/AWWA C550 Standard
❏	 Ductile iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron. 
❏	 Non-rising stem (NRS) 
❏	 Triple O-ring seal (2 above the thrust collar and 1 below)
❏	 2” square wrench nut - open left or open right (30” - 54” require a Spur Gear or Bevel Gear) 
❏	 250 psig (1725 kPa/17 barg) maximum working pressure; 500 psig (3450 kPa/35 barg)	

static test pressure 
❏	 14” and 16” sizes – UL Listed, FM Approved: 250 psig (1725 kPa/17 barg)

❏	 18”, 20” and 24” sizes – UL Listed: 175 psig (1200 kPa/12 barg);	
FM Approved 250 psig (1725 kPa/17barg)

❏	 Designed for potable water applications 

Options
See page 10.54 for more information on Resilient Wedge Gate Valve options

 A-2361-6 shown

Rev. 4-20

Resilient wedge gate valve parts
Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3)† Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless steel ASTM F593

G-201 Stuffing Box O-ring† Nitrile ASTM D2000

G-202 Wrench Nut Cast Iron+ ASTM A126 CL.B

G-203 Stem Bronze ASTM B138**

G-204 Hand Wheel (not shown) Cast Iron+ ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B62

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box Ductile Iron++ ASTM A536 ▼

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron*
SBR†

ASTM A536 ▼
ASTM D2000

G-210 Bonnet Ductile Iron ASTM A536 ▼

G-211 Bonnet O-ring † Nitrile ASTM D2000

G-212 Body Ductile Iron ASTM A536 ▼

* Fully encapsulated in molded rubber with no iron exposed 
† 18”-54” EPDM standard
++ 30”-54” are hot rolled steel ASTM A36
** 18”-54” ASTM B584
+ Manufacturers option to change material to Ductile iron ASTM A536
▼ Material strength ASTM A536 65-45 minimum

❏	 Stem Options: 
	 	14"-16" low zinc, silicon bronze ASTM B98-C66100/H02
	 	Stainless Steel, Type 304, Type 316
	 	18"-54" low zinc, silicon bronze ASTM B763-C99500
	 	Stainless Steel Type 304, Type 316

❏  Position indicators	 ❏  Handwheel
❏  Bypass 16”- 54” (2” on 16”-20”; 2.5” on 24”; 3” on 30”- 36”, 4” on 42”-54”)        
❏  Spur or bevel geared actuator   
❏  EPDM Disc and o-rings, 14”-16” optional, 18”-54” standard



10.2514"- 54" A-2361 D.I. RESILIENT WEDGE 
GATE VALVES - FL. x FL.

*All dimensions are in inches. All weights are in pounds and are approximate. Weights for 30"-54" valves are with gearing; for all others without gearing.  
**Center line of operating nut to center line of valve.  
†Spur or Bevel Gear must be used with 30", 36", 42", 48" & 54" valves. 
††Turns shown are for Rotoric gearing supplied by Mueller Co. 

Dimension*
Nominal Size

14" 16" 18" 20" 24" 30" † 36" † 42" † 48" † 54" †

A 32.75 37.88 44.19 48.25 53.88 See A for Spur or Bevel Gear

R 21.00 23.50 25.00 27.50 32.00 38.75 46.00 53.00 59.50 66.34
FF 15.06 16.06 17.00 18.00 20.00 26.00 30.00 38.00 43.00 48.00
Q (bore) 14.38 16.00 18.38 20.38 24.38 30.38 36.38 42.38 48.38 48.38
UU (bolt circle diameter) 18.75 21.25 22.75 25.00 29.50 36.00 42.75 49.50 56.00 62.76
B (number and size of holes) 12--1.125 16--1.125 16--1.25 20--1.25 20--1.38 28--1.38 32--1.63 36--1.63 44--1.63 44--2.00
A- Spur Gear 40.49 43.58 49.41 53.01 59.15 70.81 83.08 97.74 109.70 109.70
A - Bevel Gear** 34.55 37.77 44.50 47.69 54.06 64.93 77.19 90.75 102.61 102.61
Turns to open (without gearing) 43.5 49 57 63 75 - - - - -
Turns to open (Spur gearing)†† 178 201 234 258 308 381 455 524 596 596

Turns to open
(Bevel gearing)†† 174 196 228 252 300 372 444 524 596 596

Weight* 690 859 1284 1774 2481 6390 8220 13400 19978 20900

Dimensions

Rev. 4-14 



10.26

❏	 Catalog number	
A-2361-16 mechanical joint x flanged ends (with accessories unassembled) 	
A-2361-19 mechanical joint x flanged ends (less accessories) 

❏	 Sizes – 14”, 16”, 18”, 20”, 24”, 30”, 36”, 42”, 48”
❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C515 Standard, UL 262 Listed,	

FM 1120/1130 Approved, and certified to ANSI/NSF 61 & 372
❏	 Flanged end drilling complies with ASME/ANSI B16.1 Class 125 and B16.42 class 150
❏	 Mechanical joint end complies with ANSI/AWWA C111 Standard 
❏	 Ductile iron body and bonnet with nominal 10 mils Mueller Pro-Gard® Fusion Bonded Epoxy Coated interior 

and exterior surfaces;42” and 48” valves coated with Mueller HP Epoxy
❏	 Epoxy coating meets or exceeds all applicable requirements of ANSI/AWWA 	

C550 Standard
❏	 Ductile iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron. 
❏	 Non-rising stem (NRS) 

❏	 Triple O-ring seal (2 above the thrust collar and 1 below)
❏	 2” square wrench nut - open left or open right (30” - 48” require a Spur Gear or Bevel Gear) 
❏	 250 psig (1725 kPa/17 barg) maximum working pressure; 500 psig (3450 kPa/35 barg)	

static test pressure 
❏	 14” and 16” sizes – UL Listed, FM Approved: 250 psig (1725 kPa/17 barg)
❏	 18”, 20” and 24” sizes – UL Listed: 175 psig (1200 kPa/12 barg); FM Approved 250 psig (1725 kPa/17barg)

❏	 Designed for potable water applications 

14"- 48" A-2361 D.I. RESILIENT WEDGE 
GATE VALVES - M.J. x FL. 

Options 
See page 10.54 for more information on Resilient Wedge Gate Valve options

G-202
G-200
G-207
G-41
G-201

G-208

G-49

G-203
G-210

G-16
G-211

G-205

G-209

G-206

G-212

 A-2361-19 shown

Rev. 7-17

* Fully encapsulated in molded rubber with no iron exposed
**18" - 48" ASTM B584
†18" - 48" EPDM standard
++ 30”-48” are hot rolled steel ASTM A36
+ Manufacturers option to change material to Ductile iron ASTM A536
▼ Material strength ASTM A536 65-45 minimum

Resilient wedge gate valve parts

Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3)† Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless steel ASTM F593

G-201 Stuffing Box O-ring† Nitrile ASTM D2000

G-202 Wrench Nut Cast Iron+ ASTM A126 CL.B

G-203 Stem Bronze ASTM B138**

G-204 Hand Wheel (not shown) Cast Iron+ ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B62

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box Ductile Iron++ ASTM A536 ▼

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron*
SBR†

ASTM A536 ▼
ASTM D2000

G-210 Bonnet Ductile Iron ASTM A536 ▼

G-211 Bonnet O-ring † Nitrile ASTM D2000

G-212 Body Ductile Iron ASTM A536 ▼

❏ Handwheel
❏ Spur or bevel geared actuator
❏ Position indicators

❏ Low zinc, silicon bronze ASTM B98-C66100/H02 stem: 14”-16”, ASTM B763-C99500: 18”- 48”
❏ Stainless Steel Stem Type 304, Type 316: 14”- 48”
❏ Bypass 16” - 48” (2” on 16”-20”; 2.5” on 24”; 3” on 30”- 36”, 4” on 42”-48”) 
❏  EPDM Disc and o-rings, 14”-16” optional, 18”-48” standard	

CAUTION ASBESTOS AND OTHER MATERIALS MAY CAUSE CANCER CAUSES DAMAGE TO LUNGS DO NOT BREATHE DUST AVOID 
CREATING DUST. Seek Expert Advice For Breathing Protection And Protective Equipment. Call OSHA 1-800-321-6742 for more information.



10.2714"- 48" A-2361 D.I. RESILIENT WEDGE 
GATE VALVES - M.J. x FL. 

*All dimensions are in inches. All weights are in pounds and are approximate. Weights for 30"-48" valves are with gearing; for all others without gearing.  
**Center line of operating nut to center line of valve.  
†Spur or Bevel Gear must be used with 30", 36", 42", 48" valves. 
††Turns shown for Bevel gearing. Valves with Bevel gearing: All Sizes - 4:1 ratio. 

Dimensions

Dimension
Nominal Size

14" 16" 18" 20" 24" 30"† 36"† 42"† 48"†
A 32.75 37.88 44.19 48.25 53.88 See A for Spur or Bevel Gear

L 3.50 3.50 3.50 3.50 3.50 4.00 4.00 4.00 4.00

N 20.66 22.66 24.88 27.25 31.88 39.53 46.41 53.53 60.41

O (number and size of holes for MJ) 10--.88 12--.88 12--.88 14--.88 16--.88 20--1.125 24--1.125 28--1.38 32--1.38

Q (bore) 14.38 16.00 18.38 20.38 24.38 30.38 36.38 42.38 48.38

OO (bolt circle diameter for MJ) 18.75 21.00 23.25 25.50 30.00 36.88 43.75 50.62 57.50

R 21.00 23.50 25.00 27.50 32.00 38.75 46.00 53.00 59.50

UU (bolt circle diameter) 18.75 21.25 22.75 25.00 29.50 36.00 42.75 49.50 56.00

FF 17.41 17.91 19 19.75 21.75 29.75 33.75 40.19 43.86

B (number and size of holes for FL) 12--1.12 16--1.12 16--1.12 20--1.25 20--1.38 28--1.38 32--1.63 36--1.63 44--1.63

A - Spur Gear 40.49 43.58 49.41 53.01 59.15 70.81 83.08 97.74 109.70

A - Bevel Gear** 34.55 37.77 44.50 47.69 54.06 64.93 77.19 90.75 102.61

Turns to open (without gearing) 43.5 49 57 63 75 - - - -

Turns to open (Spur gearing) 178 201 234 258 308 381 455 524 596

Turns to open (Bevel gearing) 174†† 196†† 228†† 252†† 300†† 372†† 444†† 524†† 596††

Weight* 693 850 1279 1795 2459 6457 8412 13083 19841

Rev. 4-14 



10.28

❏	 Catalog number	
A-2361-20 Mechanical joint ends (with accessories unassembled) 	
A-2361-23 Mechanical joint ends (less accessories) 

❏	 Sizes – 14”, 16”, 18”, 20”, 24”, 30”, 36”, 42”, 48”

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C515 Standard, UL 262 Listed, FM 1120/1130 
Approved, and certified to ANSI/NSF 61 & 372

❏	 Mechanical joint ends comply with ANSI/AWWA C111 Standard. 
❏	 Ductile Iron body and bonnet with nominal 10 mils Mueller Pro-Gard®  Fusion Bonded Epoxy Coated interior 

and exterior surfaces; 42” and 48” valves coated with Mueller HP Epoxy

❏	 Epoxy coating meets or exceeds all applicable requirements of ANSI/AWWA	
C550 Standard

❏	 Ductile Iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron. 

❏	 Non-rising stem (NRS) 

❏	 Triple O-ring seal (2 above the thrust collar and 1 below)

❏	 2” square wrench nut - open left or open right (30” - 48” require a Spur Gear or Bevel Gear) 

❏	 250 psig (1725 kPa/17 barg) maximum working pressure; 500 psig (3450 kPa/35 barg) static test pressure 

❏	 14” and 16” sizes – UL Listed, FM Approved: 250 psig (1725 kPa/17 barg)   

❏	 18”, 20” and 24” sizes – UL Listed: 175 psig (1200 kPa/12 barg); FM Approved 250 psig (1725 kPa/17barg)

❏	 Designed for potable water applications 

14"- 48" A-2361 D.I. RESILIENT WEDGE 
GATE VALVES - M.J. x M.J. 

G-202
G-200
G-207
G-41
G-201

G-208

G-49

G-203
G-210

G-16
G-211

G-205

G-209

G-206

G-212

Options 
See page 10.54 for more information on Resilient Wedge Gate Valve options

 A-2361-23 shown

Rev. 7-17

Resilient wedge gate valve parts

Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3)† Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless steel ASTM F593

G-201 Stuffing Box O-ring† Nitrile ASTM D2000

G-202 Wrench Nut Cast Iron+ ASTM A126 CL.B

G-203 Stem Bronze ASTM B138**

G-204 Hand Wheel (not shown) Cast Iron+ ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B62

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box Ductile Iron++ ASTM A536 ▼

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron*
SBR†

ASTM A536 ▼ 
ASTM D2000

G-210 Bonnet Ductile Iron ASTM A536 ▼

G-211 Bonnet O-ring † Nitrile ASTM D2000

G-212 Body Ductile Iron ASTM A536 ▼

* Fully encapsulated in molded rubber with no iron exposed
**18" - 48" ASTM B584
†18" - 48" EPDM standard
++30”-48” are hot rolled steel ASTM A36
+ Manufacturers option to change material to Ductile iron ASTM A536
▼ Material strength ASTM A536 65-45 minimum

❏ Handwheel

❏ Stainless Steel Stem Type 304, Type 316

❏ Spur or bevel geared actuator

❏ Position indicators                           

❏ Low zinc, silicon bronze ASTM B98-C66100/H02 stem: 14”-16”, ASTM B763-C99500: 18”- 48”

❏ Bypass 16” - 48” (2” on 16”-20”; 2.5” on 24”; 3” on 30”- 36”, 4” on 42”-48”)

❏ EPDM Disc and o-rings, 14”-16” optional, 18”-48” standard

CAUTION ASBESTOS AND OTHER MATERIALS MAY CAUSE CANCER CAUSES DAMAGE TO LUNGS DO NOT BREATHE DUST AVOID 
CREATING DUST. Seek Expert Advice For Breathing Protection And Protective Equipment. Call OSHA 1-800-321-6742 for more information.



10.2914"- 48" A-2361 D.I. RESILIENT WEDGE 
GATE VALVES - M.J. x M.J. 

*All dimensions are in inches. All weights are in pounds and are approximate. Weights for 30"-48" valves are with gearing; for all others without gearing.  
**Center line of operating nut to center line of valve.  
†Spur or Bevel Gear must be used with 30", 36", 42", 48" valves. 
††Turns shown for Bevel gearing. Valves with Bevel gearing: All Sizes - 4:1 ratio. 

Dimensions

Dimension
Nominal Size

14" 16" 18" 20" 24" 30"† 36"† 42"† 48"†
A 32.75 37.88 44.19 48.25 53.88 See A for Spur or Bevel Gear

L 3.50 3.50 3.50 3.50 3.50 4.00 4.00 4.00 4.00

N 20.62 22.56 24.88 27.01 31.88 39.53 46.41 53.53 60.41

O (number and size of holes for MJ) 10--.88 12--.88 12--.88 14--.88 16--.88 20--1.125 24--1.125 28--1.38 32--1.38

Q (bore) 14.38 16.00 18.38 20.38 24.38 30.38 36.38 42.38 48.38

OO (bolt circle diameter for MJ) 18.75 21.00 23.25 25.50 30.00 36.88 43.75 50.62 57.50

R 21.00 23.50 25.00 27.50 32.00 38.75 46.00 53.00 59.50

UU (bolt circle diameter) 18.75 21.25 22.75 25.00 29.50 36.00 42.75 49.50 56.00

FF 19.75 19.75 21.00 21.50 23.50 33.50 37.50 42.37 44.72

B (number and size of holes for FL) 12--1.12 16--1.12 16--1.12 20--1.25 20--1.38 28--1.38 32--1.63 36--1.63 44--1.63

A - Spur Gear 40.49 43.58 49.41 53.01 59.15 70.81 83.08 97.74 109.70

A - Bevel Gear** 34.55 37.77 44.50 47.69 54.06 64.93 77.19 90.75 102.61

DD 12.36 12.55 13.90 14.13 16.06 25.56 29.34 34.58 36.80

Turns to open (without gearing) 43.5 49 57 63 75 - - - -

Turns to open (Spur gearing) 178 201 234 258 308 381 455 524 596

Turns to open (Bevel gearing) 174†† 196†† 228†† 252†† 300†† 372†† 444†† 524†† 596††

Weight* 695 846 1274 1820 2438 6523 8400 13300 19700

Rev. 4-14 



10.30

❏	 Catalog number	
A-2361-38 Slip-on† ends with gasket	
A-2361-40 Slip-on† ends less gasket 

❏	 Sizes – 14”, 16” 

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C515 Standard, UL 262 Listed, FM 
1120/1130 Approved, and certified to ANSI/NSF 61 & 372

❏	 Slip-on ends fit plain end of classes 50 and 100 cast iron; ductile iron and	
AWWA C905 cast iron O.D. PVC 

❏	 Ductile iron body with nominal 10 mils Mueller Pro-Gard® Fusion Bonded Epoxy Coated interior	
and exterior surfaces 

❏	 Epoxy coating meets or exceeds all applicable requirements of ANSI/AWWA C550	
Standard

❏	 Ductile iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron 

❏	 Non-rising stem (NRS) 

❏	 Triple O-ring seal (2 above the thrust collar and 1 below)

❏	 2” square wrench nut - open left or open right 

❏	 250 psig (1725 kPa/17 barg) maximum working pressure; 500 psig (3450 kPa/35 barg) static test pressure 

❏	 UL Listed, FM Approved – 250 psig (1725 kPa/17 barg)

❏	 Valves are designed for potable water applications 
†Design and dimensions of the joint are manufactured under license of U.S. Pipe and Foundry Company. 

14" & 16" A-2361 D.I. RESILIENT WEDGE 
GATE VALVES - SL. x SL.

G-202
G-200
G-207
G-41
G-201

G-208

G-49

G-203
G-210

G-16
G-211

G-205

G-209

G-206

G-212

Options 
See page 10.54 for more information on Resilient Wedge Gate Valve options

❏ Position indicators                      ❏ Spur or bevel geared actuator	 	    ❏ EPDM Disc and O-rings

❏ Handwheel                                 ❏ Stainless Steel stem: Type 304, Type 316                ❏ Low zinc, silicon bronze ASTM B98-C66100/H02 stem

A-2361-40 shown

Rev. 7-17

* Fully encapsulated in molded rubber with no iron exposed
+ Manufacturers option to change material to Ductile iron ASTM A536
▼ Material strength ASTM A536 65-45 minimum

Resilient wedge gate valve parts

Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Cast Iron+ ASTM A126 CL.B

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel (not shown) Cast Iron+ ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B62

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box Ductile Iron ASTM A536 ▼

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron
SBR*

ASTM A536 ▼
ASTM D2000

G-210 Bonnet Ductile Iron ASTM A536 ▼

G-211 Bonnet O-ring Nitrile ASTM D2000

G-212 Body Ductile Iron ASTM A536 ▼



10.3114" & 16" A-2361 D.I. RESILIENT WEDGE 
GATE VALVES - SL. x SL. 

*All dimensions are in inches. All weights are in pounds and are approximate.
**Center line of operating nut to center line of valve. 

Dimensions

Dimension
Nominal Size

14" 16"
A 32.75 37.88

Q (bore) 14.38 16.00

W (distance between strapping lug holes across face of valve ends) 22.50 23.12

FF 24.42 25.32

L 6.00 6.00

DD 12.42 13.32

A - Spur Gear 40.49 43.58

A - Bevel Gear** 34.55 37.77

Turns to open (without gearing) 43.5 49

Turns to open (Spur gearing) 178 201

Turns to open (Bevel gearing) 174 196

Weight* 705 885

 Rev. 4-14 



10.32 14" & 16" A-2361 D.I. RESILIENT WEDGE 
GATE VALVES - SL. x FL. 

G-202
G-200
G-207
G-41
G-201

G-208

G-49

G-203
G-210

G-16
G-211

G-205

G-209

G-206

G-212

Options 
See page 10.54 for more information on Resilient Wedge Gate Valve options

❏ Position indicators	 	 	 ❏ Spur or bevel geared actuator              ❏ EPDM disc and o-rings
❏ Low zinc, silicon bronze ASTM B98-C66100/H02 stem	 ❏ Handwheel	 ❏ Stainless Steel stem: Type 304, Type 316 

❏	 Catalog number–	
A-2361-41 Slip-on† end (with gasket) x flange end	
A-2361-43 Slip-on† end (less gasket) x flange end 

❏	 Sizes – 14”, 16” 

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C515 Standard, UL 262 Listed,	
FM 1120/1130Approved, and certified to ANSI/NSF 61 & 372

❏	 Slip-on ends fit plain end of classes 50 and 100 cast iron; ductile iron and AWWA C905	
cast iron O.D. PVC 

❏	 Flanged end drilling complies with ASME/ANSI B16.1 class 125 and B16.42 class 150  

❏	 Ductile iron body and bonnet with nominal 10 mils Mueller Pro-Gard® Fusion Bonded Epoxy	
Coated interior and exterior surfaces 

❏	 Epoxy coating meets or exceeds all applicable requirements of ANSI/AWWA C550 Standard 

❏	 Ductile iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron 

❏	 Non-rising stem (NRS) 

❏	 Triple O-ring seal (2 above the thrust collar and 1 below)

❏	 2” square wrench nut - open left or open right 

❏	 250 psig (1725 kPa/17 barg) maximum working pressure; 500 psig (3450 kPa/35 barg)	
static test pressure

❏	 UL Listed, FM Approved – 250 psig (1725 kPa/17 barg)

❏	 Designed for potable water applications 
†Design and dimensions of the joint are manufactured under license of U.S. Pipe and Foundry Company. 

A-2361-43 shown

Rev. 7-17

* Fully encapsulated in molded rubber with no iron exposed
+ Manufacturers option to change material to Ductile iron ASTM A536
▼ Material strength ASTM A536 65-45 minimum

Resilient wedge gate valve parts
Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Cast Iron+ ASTM A126 CL.B

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel (not shown) Cast Iron+ ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B62

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box Ductile Iron ASTM A536 ▼

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron
SBR

ASTM A536 ▼
ASTM D2000

G-210 Bonnet Ductile Iron ASTM A536 ▼

G-211 Bonnet O-ring Nitrile ASTM D2000

G-212 Body Ductile Iron ASTM A536 ▼



10.3314" & 16"  A-2361 D.I. RESILIENT WEDGE 
GATE VALVES - SL. x FL. 

*All dimensions are in inches. All weights are in pounds and are approximate.
**Center line of operating nut to center line of valve. 

Dimensions

Dimension
Nominal Size

14" 16"
A 32.75 37.88

Q (bore) 14.38 16.00

W (distance between strapping lug holes across face of valve ends) 22.50 23.12

L 6.00 6.00

R 21.00 23.50

UU 18.75 21.25

B (number and size of holes) 12--1.12 16--1.12

FF 19.74 20.69

A - Spur Gear 40.49 43.58

A - Bevel Gear** 34.55 37.77

Turns to open (without gearing) 43.5 49

Turns to open (Spur gearing) 178 201

Turns to open (Bevel gearing) 198 221

Weight* 689 873

Rev. 4-14 



10.34 4"- 12" A-2361 RESILIENT WEDGE 
GATE VALVES WITH AQUAGRIP® x FL.

Options 
See page 10.54 for more information on Resilient Wedge Gate Valve options
❏  Position indicators                                 	 	 	 ❏  Stainless steel stem: Type 304, Type 316 	 ❏  EPDM Disc and o-ring

❏  Low zinc, silicon bronze ASTM B98-C66100/H02 stem     ❏  Handwheel	 	

*Fully encapsulated in molded rubber with no iron exposed. 
**Parts for Aqua-Grip connection not shown – one required for each Aqua-Grip connection.  
***Not shown. See dimension drawing on next page for number require for each size Aqua-Grip connection.
+ Manufacturers option to change material to Ductile iron ASTM A536
▼ Material strength ASTM A536 65-45 minimum

A-2361-76 shown

❏	 Catalog number	
A-2361-76 Aqua-Grip ends x  flanged ends for DIPS pipe in sizes 4", 6", 8", 10", 12"	
A-2361-86 Aqua-Grip ends x  flanged ends for IPS pipe in sizes 4", 6",  8"

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C515 Standard, UL 262 Listed,	
FM 1120/1130Approved, and certified to ANSI/NSF 61 & 372 

❏	 Flanged end drilling complies with ASME/ANSI B16.1 class 125 and B16.42 class 125  

❏	 Ductile iron body and bonnet with nominal 10 mils Mueller Pro-Gard® Fusion Bonded Epoxy Coated	
interior and exterior surfaces 

❏	 Epoxy coating meets or exceeds all applicable requirements of ANSI/AWWA C550 Standard 
❏	 Iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron 
❏	 Non-rising stem (NRS) 
❏	 Triple O-ring seal (2 above the thrust collar and 1 below)
❏	 2” square wrench nut - open left or open right 

❏	 250 psig (1725 kPa/17 barg) maximum working pressure; 500 psig (3450 kPa/35 barg)	
static test pressure 

❏	 UL Listed, FM Approved – 200 psig (1375 kPa/14 barg) 

❏	 Designed for potable water applications

G-202
G-200
G-207
G-41

G-201

G-208

G-203

G-210

G-16

G-211

G-205

G-212

G-209

G-206

G-49

Resilient wedge gate valve parts

Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Ductile iron ASTM A536 ▼

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel (not shown) Cast Iron + ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B584

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box with dirt seal Ductile Iron
Nitrile

ASTM A536 ▼
ASTM D2000

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge,
Rubber Encapsulation

Ductile Iron *
SBR

ASTM A536 ▼
ASTM D2000

G-210 Bonnet Ductile Iron ASTM A536 ▼

G-211 Bonnet O-ring Nitrile ASTM D2000

G-212 Body Ductile Iron ASTM A536 ▼

G-213 Double O-ring** EPDM ASTM D2000

G-214 Intermediate ring** Ductile Iron ASTM A536 ▼

G-215 Gripper ring** Ductile Iron ASTM A536 ▼

G-216 End ring** Ductile Iron ASTM A536 ▼

G-217 Breakaway Nut with washer*** Steel ASTM A108 ▼

G-218 T-head Bolt*** Steel ASTM A242

Rev. 7-17



10.35

A

R

F

UU

B

KK

G

T

FF

Q

4"- 12" A-2361 RESILIENT WEDGE 
GATE VALVES WITH AQUAGRIP® x FL.

*All dimensions are in inches. All weights are in approximate pounds.

Dimensions

Dimension
Nominal Size

4" 6" 8" 10" 12"
A 14.19 18.00 21.50 25.50 28.62

B (number and size of holes for FL) 8--.75 8--.88 8--.88 12--1.00 12--1.00

F 3.70 3.70 3.70 3.89 3.89

G (number and size of holes for Aqua-Grip) 4--.88 4--.88 6--.88 8--.88 8--.88

T .87 1.05 1.05 1.06 1.12

R 9.00 11.00 13.50 16.00 9.00

Q (bore) 4.30 6.30 2.30 10.30 12.30

FF 10.93 12.9 14.28 15.58 16.51

KK 2.75 3.75 3.75 3.75 3.75

UU (bolt circle diameter for FL) 7.50 9.50 11.75 14.25 17.00

Turns to open 14 20.5 26.5 33.0 38.5

Weight* 98 153 246 351 481

Rev. 4-14 



10.36 4"- 12" A-2361 RESILIENT WEDGE
GATE VALVES WITH AQUAGRIP® x AQUAGRIP

Options 
See page 10.54 for more information on Resilient Wedge Gate Valve options

❏  Position indicators                                 	 	 	 ❏  Stainless steel stem: Type 304, Type 316 	 ❏  EPDM Disc and o-ring
❏  Low zinc, silicon bronze ASTM B98-C66100/H02 stem     ❏  Handwheel	 	

*Fully encapsulated in molded rubber with no iron exposed. 
**Parts for Aqua-Grip connection not shown – one required for each Aqua-Grip connection.  
***Not shown. See dimension drawing on next page for number require for each size Aqua-Grip connection.
+ Manufacturers option to change material to Ductile iron ASTM A536
▼ Material strength ASTM A536 65-45 minimum

A-2361-77 shown

 ❏	 Catalog number–	
A-2361-77 Aqua-Grip ends x Aqua-Grip ends for DIPS pipe in sizes 4", 6", 8", 10", 12"	
A-2361-87 Aqua-Grip ends x Aqua-Grip ends for IPS pipe in sizes 4", 6", 8"

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C515 Standard, UL 262 Listed,	
FM 1120/1130Approved, and certified to ANSI/NSF 61 & 372 

❏	 Ductile Iron body and bonnet with nominal 10 mils Mueller Pro-Gard®  Fusion Bonded Epoxy Coated	
interior and exterior surfaces 

❏	 Epoxy coating meets or exceeds all applicable requirements of ANSI/AWWA C550 Standard 
❏	 Iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron 
❏	 Non-rising stem (NRS) 
❏	 Triple O-ring seal (2 above the thrust collar and 1 below)
❏	 2” square wrench nut - open left or open right 

❏	 250 psig (1725 kPa/17 barg) maximum working pressure; 500 psig (3450 kPa/35 barg)	
static test pressure 

❏	 UL Listed, FM Approved – 200 psig (1375 kPa/14 barg) 

❏	 Designed for potable water applications 

G-202
G-200
G-207
G-41

G-201

G-208

G-203

G-210

G-16

G-211

G-205

G-212

G-209

G-206

G-49

Resilient wedge gate valve parts

Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Ductile iron ASTM A536 ▼

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel (not shown) Cast Iron + ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B584

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box with dirt seal Ductile Iron
Nitrile

ASTM A536 ▼
ASTM D2000

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge,
Rubber Encapsulation

Ductile iron
SBR

ASTM A536 ▼
ASTM D2000

G-210 Bonnet Ductile Iron ASTM A536 ▼

G-211 Bonnet O-ring Nitrile ASTM D2000

G-212 Body Ductile Iron ASTM A536 ▼

G-213 Double O-ring** EPDM ASTM D2000

G-214 Intermediate ring** Ductile Iron ASTM A536 ▼

G-215 Gripper ring** Ductile Iron ASTM A536 ▼

G-216 End ring** Ductile Iron ASTM A536 ▼

G-217 Breakaway Nut with washer*** Steel ASTM A108

G-218 T-head Bolt*** Steel ASTM A242

Rev. 7-17



10.37

Options 
See page 10.54 for more information on Resilient Wedge Gate Valve options

❏  Position indicators                                 	 	 	 ❏  Stainless steel stem: Type 304, Type 316 	 ❏  EPDM Disc and o-ring
❏  Low zinc, silicon bronze ASTM B98-C66100/H02 stem     ❏  Handwheel	 	

A

F

FFKK

G

4"- 12" A-2361 RESILIENT WEDGE 
GATE VALVES WITH AQUAGRIP® x AQUAGRIP

*All dimensions are in inches. All weights are in approximate pounds.

Dimensions

Dimension
Nominal Size

4" 6" 8" 10" 12"
A 14.19 18.00 21.50 25.50 28.62

FF 12.68 15.12 16.94 18.06 18.90

G (number and size of holes for Aqua-Grip) 4--.88 4--.88 6--.88 8--.88 8--.88

F 3.70 3.70 3.70 3.75 3.75

KK 2.75 3.75 3.75 3.75 3.75

Turns to open 14 20.5 26.5 33.0 38.5

Weight* 113 168 277 385 516

Rev. 4-14 



10.38

Options 
See page 10.54 for more information on Resilient Wedge Gate Valve options

❏  Position indicators                                 	 	 	 ❏  Stainless steel stem: Type 304, Type 316 	 ❏  EPDM Disc and o-ring
❏  Low zinc, silicon bronze ASTM B98-C66100/H02 stem     ❏  Handwheel	 	

❏	 Catalog number	
A-2361-78 Aqua-Grip ends x mechanical joint for DIPS pipe in sizes 4", 6", 8", 10", 12"	
A-2361-88 Aqua-Grip ends x mechanical joint for IPS pipe in sizes 4", 6", 8"

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C515 Standard, UL 262 Listed,	
FM 1120/1130Approved, and certified to ANSI/NSF 61 & 372

❏	 Ductile Iron body and bonnet with nominal 10 mils Mueller Pro-Gard® Fusion Bonded Epoxy Coated 
interior and exterior surfaces. 

❏	 Epoxy coating meets or exceeds all applicable requirements of ANSI/AWWA C550 Standard 
❏	 Iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron 
❏	 Non-rising stem (NRS) 
❏	 Triple O-ring seal (2 above the thrust collar and 1 below)
❏	 2” square wrench nut - open left or open right 

❏	 250 psig (1725 kPa/17 barg) maximum working pressure; 500 psig (3450 kPa/35 barg) static test pressure 
❏	 UL Listed, FM Approved – 200 psig (1375 kPa/14 barg) 

❏	 Designed for potable water applications 

4"- 12" A-2361 RESILIENT WEDGE 
GATE VALVES WITH  AQUAGRIP® x M.J.

*Fully encapsulated in molded rubber with no iron exposed. 
**Parts for Aqua-Grip connection not shown – one required for each Aqua-Grip connection.  
***Not shown. See dimension drawing on next page for number require for each size Aqua-Grip connection.
+ Manufacturers option to change material to Ductile iron ASTM A536
▼ Material strength ASTM A536 65-45 minimum

A-2361-78 shown

G-202
G-200
G-207
G-41

G-201

G-208

G-203

G-210

G-16

G-211

G-205

G-212

G-209

G-206

G-49

Resilient wedge gate valve parts

Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Ductile iron ASTM A536 ▼

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel (not shown) Cast Iron + ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B584

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box with dirt seal Ductile Iron
Nitrile

ASTM A536 ▼
ASTM D2000

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge,
Rubber Encapsulation

Ductile Iron*
SBR

ASTM A536 ▼
ASTM D2000

G-210 Bonnet Ductile Iron ASTM A536 ▼

G-211 Bonnet O-ring Nitrile ASTM D2000

G-212 Body Ductile Iron ASTM A536 ▼

G-213 Double O-ring** EPDM ASTM D2000

G-214 Intermediate ring** Ductile Iron ASTM A536 ▼

G-215 Gripper ring** Ductile Iron ASTM A536 ▼

G-216 End ring** Ductile Iron ASTM A536 ▼

G-217 Breakaway Nut with washer*** Steel ASTM A108

G-218 T-head Bolt*** Steel ASTM A242

Rev. 7-17



10.394"- 12" A-2361 RESILIENT WEDGE 
GATE VALVES WITH  AQUAGRIP® x M.J.

A

N

L

FF

Q OO

O

FKK

G

E

Dimensions

Dimension
Nominal Size

4" 6" 8" 10" 12"
A 14.19 18.00 21.50 25.50 28.62

F 3.70 3.70 3.70 3.89 3.89

G (number and size of holes for Aqua-Grip) 4--.88 4--.88 6--.88 8--.88 8--.88

L 2.50 2.50 2.50 2.50 2.50

M 4.90 7.06 9.22 11.20 13.37

N 9.03 11.06 13.31 15.63 17.88

O (number and size of holes for MJ) 4--.88 6--.88 6--.88 8--.88 8--.88

FF 11.34 13.37 14.81 16.4 16.87

Q 4.30 6.30 8.30 10.30 12.30

KK 2.75 3.75 3.75 3.75 3.75

OO (bolt circle diameter for MJ) 7.50 9.50 11.75 14.00 16.25

Turns to open 14 20.5 26.5 33.0 38.5

Weight* 98 151 240 348 467

Rev. 4-14 



10.40

❏	 Catalog number–	
A-2362-20 Mechanical joint ends (with accessories unassembled) 	
A-2362-23 Mechanical joint ends (less accessories) 	
A-2362-25 Mechanical joint ends (with transition gaskets accessories unassembled) 

❏	 Sizes – 2”, 3”, 4”,  6”, 8”, 10”, 12”

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C509, UL 262 Listed,	
FM 1120/1130 Approved, and certified to ANSI/NSF 61 & 372

❏	 Standard mechanical joint ends comply with ANSI/AWWA C111 

❏	 Iron body with nominal 10 mils Mueller Pro-Gard® Fusion Bonded Epoxy Coated interior	
and exterior surfaces 

❏	 Epoxy coating meets or exceeds all applicable requirements of  ANSI/AWWA C550 Standard
❏	 Iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron 
❏	 Non-rising stem (NRS) 
❏	 Triple O-ring seal (2 above the thrust collar and 1 below) 
❏	 2” square wrench nut – open left or open right 
❏	 350 psig (2400 kPa/24 barg) maximum working pressure; 700 psig (4800 kPa/48 barg) static test 

pressure 
❏	 UL Listed, FM Approved: 350 psig (2400 kPa/24 barg)

❏	 Designed for potable water applications

Options 
See page 10.54 for more information on Resilient Wedge Gate Valve options 
❏  Position indicators                                 	 	 	 	 ❏  Stainless steel stem: Type 304, Type 316 	 ❏  EPDM Disc and o-ring
❏  Low zinc, silicon bronze ASTM B98-C66100/H02 stem              	 ❏  Handwheel

2”- 12” A-2362 RESILIENT WEDGE 
GATE VALVES - M.J. x M.J.

 A-2362-20 shown

G-202
G-200
G-207
G-41

G-201

G-208

G-203

G-210

G-16

G-211

G-205

G-212

G-209

G-206

G-49

Rev. 7-19

*Fully encapsulated in molded rubber with no iron exposed; 
▼ Material strength ASTM A536 65-45 minimum
+ Manufacturer’s option to change material to ductile iron ASTM A536
++ 2”-3” valves use a bonnet gasket
**Dirt seal on 2 1/2- 12” valves

Resilient wedge gate valve parts
Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Ductile Iron ASTM A536 ▼

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel (not shown) Cast Iron + ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B584

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box with dirt seal** Ductile Iron
Nitrile

ASTM A536 ▼
ASTM D200

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron*
SBR

ASTM A536 ▼
ASTM D2000

G-210** Bonnet Ductile Iron ASTM A536 ▼

G-211** Bonnet O-ring ++ Nitrile ASTM D2000

G-212** Body Ductile Iron ASTM A536 ▼

CAUTION ASBESTOS AND OTHER MATERIALS MAY CAUSE CANCER CAUSES DAMAGE TO LUNGS DO NOT BREATHE DUST AVOID 
CREATING DUST. Seek Expert Advice For Breathing Protection And Protective Equipment. Call OSHA 1-800-321-6742 for more information.



10.412”- 12” A-2362 RESILIENT WEDGE 
GATE VALVES - M.J. x M.J.

Rev. 2-17 

*All dimensions are in inches. All weights include accessories are in pounds and are approximate.

Dimensions

Dimension Nominal Size
2” 3” 4" 6" 8" 10" 12"

A 9.88 12.38 14.9 18.00 21.50 25.50 28.62

FF 8.50 9.62 10.00 11.60 12.68 14.88 15

L 2.50 2.50 2.50 2.50 2.50 2.50 2.50

N 4.62 7.50 9.12 11.12 13.37 15.62 17.88

O (number and size of holes) 4--.88 4--.88 4--.88 6--.88 6--.88 8--.88 8--.88

DD 3.50 4.62 5.00 6.60 7.68 9.88 10

Q 2.30 3.30 4.30 6.30 8.30 10.30 12.30

OO (bolt circle diameter) 4.75 6.19 7.50 9.50 11.75 14.00 16.25

Turns to open 8 11 14 20.5 26.5 33.0 38.5

Weight* 40 83 120 186 280 405 540



10.42

❏	 Catalog number	
A-2362-6 flanged ends

❏	 Sizes – 2”, 2-1/2”, 3”, 4”, 6”, 8”, 10”, 12”

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C509, UL 262 Listed, FM 1120/1130 
Approved, and certified to ANSI/NSF 61 & 372†

❏	 Flanged end drilling complies with ASME/ANSI B16.1 class 125 and B16.42 class 150

❏	 Iron body with nominal 10 mils Pro-Guard® Fusion Bonded Epoxy Coated interior and	
exterior surfaces

❏	 Epoxy coating meets or exceeds all applicable requirements of ANSI/AWWA C550 Standard

❏	 Iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron

❏	 Non-rising stem (NRS)

❏	 Triple O-ring seal (2 above the thrust collar and 1 below) 

❏	 2” square wrench nut – open left or open right

❏	 350 psig (2400 kPa/34 barg) maximum working pressure; 700 psig (4800 kPa/48 barg) static test 
pressure

❏	 UL Listed, FM Approved: 350 psig (2400 kPa/24 barg)

❏	 Designed for potable water applications 
† Approved for backflow prevention devices by USC (for 4” - 10” sizes)

Options 
See page 10.54 for more information on Resilient Wedge Gate Valve options

❏  Position indicators                                	 	 	  ❏  Stainless steel stem: Type 304, Type 316 	 ❏  EPDM Disc and O-ring
❏  Low zinc, silicon bronze ASTM B98-C66100/H02 stem       ❏  Handwheel	 ❏  P/N 10/16 Drilling	

A-2362-6 shown

Rev. 4-20

2”- 12” A-2362 RESILIENT WEDGE 
GATE VALVES - FL. x FL.

Resilient wedge gate valve parts

Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Ductile Iron ASTM A536 ▼

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel Cast Iron + ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B584

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box with dirt seal** Ductile Iron
Nitrile

ASTM A536 ▼
ASTM D2000

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron*
SBR

ASTM A536 ▼
ASTM D2000

G-210** Bonnet Ductile Iron ASTM A536 ▼

G-211** Bonnet O-ring ++ Nitrile ASTM D2000

G-212** Body Ductile Iron ASTM A536 ▼

*Fully encapsulated in molded rubber with no iron exposed; 
▼ Material strength ASTM A536 65-45 minimum
+ Manufacturer’s option to change material to ductile iron ASTM A536
++ 2”-3” valves use a bonnet gasket
**Dirt seal on 2 1/2 - 12” valves



10.43
 Rev. 2-17 

2”- 12” A-2362 RESILIENT WEDGE 
GATE VALVES - FL. x FL.

*All dimensions are in inches. All weights are in pounds and are approximate. 

Dimensions

Dimension
Nominal Size

2” 2-1/2” 3” 4" 6" 8" 10" 12"
A 9.88 12.38 12.38 14.19 18.00 21.50 25.50 28.62

E 6.00 6.00 8.00 11.00 13.00 14.00 16.00 16.00

R 6.00 7.00 7.50 9.00 11.00 13.50 16.00 19.00

FF 7.00 7.50 8.00 9.00 10.50 11.50 13.00 14.00

Q (bore) 2.30 2.80 3.30 4.30 6.30 8.30 10.30 12.30

UU (bolt circle diameter) 4.75 5.50 6.00 7.50 9.50 11.75 14.25 17.00

B (number and size of holes) 4--.75 4--.75 4--.75 8--.75 8--.88 8--.88 12--1.00 12--1.00

Turns to open 8 11 11 14 20.5 26.5 33 38.5

Weight* 37 71 73 96 154 250 392 522

UU

FF

R

A

E

B

Q



10.44

❏	 Catalog number	
A-2362-12 Class 250 flanged ends

❏	 Sizes – 3”, 4”, 6”, 8”, 10”, 12”

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C509, UL 262 Listed, FM 1120/1130 
Approved, and certified to ANSI/NSF 61 & 372†

❏	 Flanged end drilling complies with ASME/ANSI B16.1 class 250

❏	 Iron body with nominal 10 mils Pro-Guard® Fusion Bonded Epoxy Coated interior and	
exterior surfaces

❏	 Epoxy coating meets or exceeds all applicable requirements of ANSI/AWWA C550 Standard

❏	 Iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron

❏	 Non-rising stem (NRS)

❏	 Triple O-ring seal (2 above the thrust collar and 1 below) 

❏	 2” square wrench nut – open left or open right

❏	 350 psig (2400 kPa/34 barg) maximum working pressure; 700 psig (4800 kPa/48 barg) 	
static test pressure

❏	 UL Listed, FM Approved: 350 psig (2400 kPa/24 barg)

❏	 Designed for potable water applications 
† Approved for backflow prevention devices by USC (for 4” - 10” sizes)

Options 
See page 10.54 for more information on Resilient Wedge Gate Valve options

❏  Position indicators                                	 	 	  ❏  Stainless steel stem: Type 304, Type 316 	 ❏  EPDM Disc and O-ring
❏  Low zinc, silicon bronze ASTM B98-C66100/H02 stem       ❏  Handwheel	 ❏  P/N 25 Drilling	

A-2362-12 shown

Rev. 7-19 

Resilient wedge gate valve parts

Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Ductile Iron ASTM A536 ▼

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel Cast Iron + ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B584

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box with dirt seal Ductile Iron
Nitrile

ASTM A536 ▼
ASTM D2000

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron*
SBR

ASTM A536 ▼
ASTM D2000

G-210** Bonnet Ductile Iron ASTM A536 ▼

G-211** Bonnet O-ring ++ Nitrile ASTM D2000

G-212** Body Ductile Iron ASTM A536 ▼

*Fully encapsulated in molded rubber with no iron exposed; 
▼ Material strength ASTM A536 65-45 minimum
+ Manufacturer’s option to change material to ductile iron ASTM A536
++ 2-3” valves use a bonnet gasket

3”- 12” A-2362 RESILIENT WEDGE 
GATE VALVES CLASS 250 - FL. x FL.



10.45
Rev. 9-18 

3”- 12” A-2362 RESILIENT WEDGE 
GATE VALVES CLASS 250 - FL. x FL.

*All dimensions are in inches. All weights are in pounds and are approximate. 

Dimensions

Dimension
3” 4" 6" 8" 10" 12"

A 12.38 14.19 18.00 21.50 25.50 28.62

Rt 9.00 10.00 12.50 15.00 17.50 20.50

FF 11.10 12.00 15.86 16.50 18.00 19.75

Q (bore) 3.30 4.30 6.30 8.30 10.30 12.30

UU (bolt circle diameter) 6.63 7.87 10.63 12.99 15.24 17.76

B (number and size of holes) 8--.88 8--.88 12--.88 12--1.125 16--1.25 16--1.25

Turns to open 11 14 20.5 26.5 33 38.5

Weight* 85 121 202 328 519 674
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❏	 Catalog number

	 A-2362-16 mechanical joint x flanged ends (with accessories unassembled)
	 A-2362-19 mechanical joint x flanged ends (less accessories)
❏	 Sizes – 2”, 3”, 4”, 6”, 8”, 10”, 12”

❏	 Meets or exceeds all applicable requirements of ANSI/AWWA C509,	
UL 262 Listed, FM 1120/1130 Approved, and certified to ANSI/NSF 61 & 372 

❏	 Flanged end drilling complies with ASME/ANSI B16.1 class 125 and B16.42 class 150

❏	 Mechanical joint end complies with ANSI/AWWA C111 Standard

❏	 Iron body with nominal 10 mils Pro-Guard® Fusion Bonded Epoxy Coated interior and	
exterior surface

❏	 Epoxy coating meets or exceeds all applicable requirements of ANSI/AWWA C550 Standard

❏	 Iron wedge, symmetrical and fully encapsulated with molded rubber; no exposed iron

❏	 Non-rising stem (NRS)

❏	 Triple O-ring seal (2 above the thrust collar and 1 below) 

❏	 2” square wrench nut – open left or open right

❏	 350 psig (2400 kPa/24 barg) maximum working pressure; 700 psig (4800 kPa/48 barg)	
static test pressure

❏	 UL Listed, FM Approved: 250 psig (1725 kPa/17 barg)

❏	 Designed for potable water applications 

Options
See page 10.54 for more information on Resilient Wedge Gate Valve options
❏  Position indicators                                          	 	 	 	 ❏  Stainless steel stem: Type 304, Type 316           ❏  EPDM Disc and O-rings
❏  Low zinc, silicon bronze ASTM B98-C66100/H02 stem                   	 ❏  Handwheel

A-2362-16 shown
M.J. accessories  

shipped unassembled 

G-202
G-200
G-207
G-41

G-201

G-208

G-203

G-210

G-16

G-211

G-205

G-212

G-209

G-206

G-49

Rev. 5-18 

2”- 12” A-2362 RESILIENT WEDGE 
GATE VALVES - M.J. x FL.

Resilient wedge gate valve parts

Catalog Part Number Description Material Material Standard

G-16 Bonnet Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-41 Stuffing Box Bolts & Nuts 316 Stainless Steel ASTM F593 (bolt)
ASTM F594 (nut)

G-49 Stem O-rings (3) Nitrile ASTM D2000

G-200 Wrench Nut Cap Screw 316 Stainless Steel ASTM F593

G-201 Stuffing Box O-ring Nitrile ASTM D2000

G-202 Wrench Nut Ductile Iron ASTM A536 ▼

G-203 Stem Bronze ASTM B138

G-204 Hand Wheel (not shown) Cast Iron + ASTM A126 CL.B

G-205 Stem Nut Bronze ASTM B584

G-206 Guide Cap Bearings Acetal -

G-207 Stuffing Box with dirt seal** Ductile Iron
Nitrile

ASTM A536 ▼
ASTM D2000

G-208 Anti-friction Washers (2) Acetal -

G-209 Wedge, Rubber Encapsulation Ductile Iron*
SBR

ASTM A536 ▼
ASTM D2000

G-210** Bonnet Ductile Iron ASTM A536 ▼

G-211** Bonnet O-ring ++ Nitrile ASTM D2000

G-212** Body Ductile Iron ASTM A536 ▼

*Fully encapsulated in molded rubber with no iron exposed;  
▼ Material strength ASTM A536 65-45 minimum
+ Manufacturer’s option to change material to ductile iron ASTM A536
++ 2”-3” valves use a bonnet gasket
**Dirt seal on 2 1/2 -12” valves 

CAUTION ASBESTOS AND OTHER MATERIALS MAY CAUSE CANCER CAUSES DAMAGE TO LUNGS DO NOT BREATHE DUST AVOID 
CREATING DUST. Seek Expert Advice For Breathing Protection And Protective Equipment. Call OSHA 1-800-321-6742 for more information.


